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LAMP PHOTOMETRIC REPORT

MODEL: 93DFLD6040/BL

POWER: 60W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 6023.4 1m /4180
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€0/180,48.7
€30/210,57.6
—60/240,63.9
©90/270,66.2

AVERAGE BEAM ANGLE (50%) :59.1 DEG

¥ co C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 5539 6371 6910 5973 5480 6088 6956 6475 0- 10 619.0 619.0 10.3
20 3846 5039 6305 4754 3927 4864 6429 5193 10- 20 1584 2203 36.6
30 2208 3617 4136 3442 2347 3574 4322 3811 20- 30 1972 4175 69.3
40 234.4 1449 1397 1229 267.8 1391 1522 1664 30— 40 1353 5528 91.8
50 60.53 174.4 278.3 149.5 64.05 149.6 296.0 184.2 40- 50 396.9 5925 98.4
60 19.90 28.00 57.11 25.34 20.51 27.22 59.96 30.60 50- 60 78.40 6003 99.7
70 3.992 5.847 8.115 4.966 4.811 5.233 8.932 6.237 60— 70 17.92 6021 100
80 0.2805 0.4085 0.4883 0.3939 0.3262 0.3502 0.4015 0.3476 70- 80 1.929 6023 100
90 0.2129 0.2510 0.3358 0.2694 0.3262 0.3663 0.4259 0.3555 80— 90| 0.3540 6023 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:31 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93DFLD6040/BL

POWER: 60W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 6745 | 6745 | 6745 | 6745 | 6745 | 6745 | 6745 | 6745 | 6745 | 6745 | 6745 | 6745 | 6745 | 6745 | 6745 | 6745 | 6745 | 6745 | 6745
5 6440 | 6471 | 6514 | 6586 | 6655 | 6730 | 6785 | 6818 | 6824 | 6806 | 6761 | 6692 | 6609 | 6521 | 6433 | 6373 | 6324 | 6322 | 6391
10 5539 | 5614 | 5755 | 5988 | 6236 | 6506 | 6713 | 6859 | 6928 | 6910 | 6810 | 6624 | 6375 | 6108 | 5838 | 5629 | 5461 | 5401 | 5480
15 4546 | 4631 | 4826 | 5152 | 5536 | 5983 | 6368 | 6655 | 6781 | 6777 | 6610 | 6308 | 5914 | 5531 | 5172 | 4886 | 4661 | 4541 | 4576
20 3846 | 3930 | 4131 | 4441 | 4805 | 5274 | 5756 | 6136 | 6300 | 6305 | 6092 | 5743 | 5320 | 4927 | 4581 | 4319 | 4079 | 3921 | 3927
25 3277 | 3371 | 3587 | 3871 | 4183 | 4544 | 4907 | 5217 | 5340 | 5340 | 5116 | 4836 | 4555 | 4317 | 4048 | 3783 | 3506 | 3302 | 3303
30 2208 | 2386 | 2758 | 3218 | 3539 | 3695 | 3822 | 4043 | 4134 | 4136 | 3964 | 3761 | 3576 | 3532 | 3352 | 2997 | 2563 | 2292 | 2347
35 890 | 827 | 1192 | 1894 | 2532 | 2769 | 2785 | 2817 | 2755 | 2706 | 2614 | 2604 | 2604 | 2545 | 2220 | 1677 | 1125 | 875 | 922
40 234 | 251 | 310 | 545 | 1156 | 1742 | 1721 | 1589 | 1448 | 1397 | 1375 | 1448 | 1546 | 1501 | 958 | 502 | 312 | 260 | 268
45 118 | 125 | 144 | 187 | 309 | 705 | 833 | 729 | 654 629 | 619 | 652 | 750 | 565 | 275 | 196 | 137 | 123 | 127
50 60.5 | 63.7 | 72.3|89.6 | 114 | 235 | 294 | 325 | 291 | 278 | 279 | 295 | 248 | 196 | 103 | 81.9 | 68.9 | 62.8 | 64.0
55 33.5(35.1(39.3|46.2|53.1|65.9|98.2| 136 | 129 | 124 | 125 | 126 | 88.7 | 59.3 | 47.6 | 42.5 | 38.0 | 35.2 | 35.1
60 19.9|20.9|22.5|24.6 | 26.5|29.5|39.2|57.4(59.2|57.1|57.1(53.2|35.9|26.8|23.9(22.7|21.8|20.9]|20.5
65 11.4|12.0 | 12.5|12.8 | 13.2 | 14.2 | 17.2 | 24.0 | 26.3 | 25.4|25.1|22.0|15.5|12.5|11.7 | 11.7 |11.9|12.0 | 11.8
70 3.99(4.39|4.95|5.42|5.70 | 6.00 | 6.49 | 8.04 | 8.71 | 8.11 | 7.95 | 7.02 | 5.48 | 5.11 | 4.82 | 4.69 | 4.65 | 4.71 | 4.81
75 0.43 |/ 0.48|0.69|1.06 | 1.40 | 1.60 | 1.25|0.93|0.83|0.81(0.79|0.79|0.93|1.26|1.14|0.82 | 0.57| 0.45 | 0.52
80 0.28 | 0.26 | 0.30 | 0.31|0.40 | 0.42 | 0.49 | 0.47 | 0.50 | 0.49 | 0.49 | 0.45 | 0.46 | 0.40 | 0.39 | 0.32 | 0.31 | 0.27 | 0.33
85 0.230.21|0.23|0.22|0.27|0.27|0.33|0.32|0.35|0.34|0.36|0.33|0.32|0.28|0.27|0.23|0.24|0.22]0.33
90 0.210.21|0.22|0.22|0.24 |0.26|0.30|0.31|0.33|0.34|0.34|0.34|0.31|0.29|0.25|0.24|0.22|0.220.33
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG 2 .5DEG

Test Speed: HIGH

Temperature:25.3°C

Operators:

Test Date:31 August 2022

Interval:
%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93DFLD6040/BL
POWER: 60W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350
0 6745 | 6745 | 6745 | 6745 | 6745 | 6745 | 6745 | 6745 | 6745 | 6745 | 6745 | 6745 | 6745 | 6745 | 6745 | 6745 | 6745
5 6386 | 6417 | 6451 | 6514 | 6577 | 6655 | 6728 | 6788 | 6831 | 6846 | 6844 | 6819 | 6775 | 6723 | 6653 | 6596 | 6529
10 5494 | 5605 | 5750 | 5974 | 6201 | 6453 | 6674 | 6853 | 6956 | 6975 | 6911 | 6782 | 6587 | 6363 | 6107 | 5900 | 5713
15 4611 | 4770 | 4998 | 5313 | 5652 | 6041 | 6402 | 6703 | 6857 | 6869 | 6730 | 6475 | 6102 | 5703 | 5292 | 4968 | 4721
20 3986 | 4165 | 4399 | 4695 | 5033 | 5461 | 5886 | 6248 | 6429 | 6429 | 6240 | 5890 | 5409 | 4977 | 4585 | 4250 | 3993
25 3375 | 3598 | 3860 | 4147 | 4419 | 4725 | 5042 | 5366 | 5531 | 5535 | 5367 | 5083 | 4701 | 4340 | 4010 | 3710 | 3446
30 2429 | 2743 | 3119 | 3496 | 3653 | 3757 | 3948 | 4202 | 4322 | 4346 | 4208 | 4048 | 3896 | 3726 | 3376 | 2958 | 2533
35 987 | 1315 | 1852 | 2440 | 2696 | 2779 | 2779 | 2865 | 2899 | 2975 | 2989 | 2994 | 2946 | 2783 | 2145 | 1455 | 963
40 280 | 355 | 584 | 1137 | 1646 | 1729 | 1598 | 1550 | 1522 | 1609 | 1711 | 1914 | 1918 | 1410 | 860 | 373 | 272
45 131 | 152 | 193 | 324 | 729 | 828 | 802 | 692 | 680 | 718 | 859 | 931 | 828 | 411 | 216 | 173 | 134
50 66.0 | 74.8 | 89.6 | 117 | 182 | 291 | 320 | 305 | 296 | 316 | 346 | 342 | 232 | 136 | 99.3 | 79.4 | 67.0
55 36.2 | 40.5 | 46.0 | 53.1 | 64.7 | 97.0 | 132 | 134 | 130 | 139 | 145 | 118 | 87.2 | 59.5| 50.1 | 42.5 | 36.4
60 21.2 | 23.0|24.3|26.1|28.3|38.0|55.6|61.3|60.0|63.1|61.8|44.9(32.3|28.9|26.3|23.9]21.3
65 12.2 | 12.8 | 12.5|12.6 | 13.1 | 16.2 | 22.9 | 27.2 | 26.9 | 28.3 | 26.0 | 19.3 | 15.0 | 14.2 | 13.6 | 13.3 | 12.3
70 5.06 | 5.45 | 5.21 | 5.24 | 5.23 | 5.85 | 7.43 | 9.05|8.93 | 9.88 | 8.98 | 7.21 | 6.31 | 6.16 | 5.91 | 5.72 | 4.75
75 0.55|0.75|0.96|1.22 |1.21|0.92|0.59|0.52|0.52|0.58|0.79|1.25|1.66 | 1.59|1.27 | 0.89| 0.60
80 0.35|0.32|0.36|0.34|0.36|0.35|0.37 | 0.37|0.40 | 0.37 | 0.37|0.35|0.36|0.33|0.35|0.32|0.33
85 0.33/0.32|0.33|0.34[0.35|0.36|0.360.38|0.38|0.38|0.36|0.35(0.34|0.33|0.33|0.32|0.32
90 0.320.32|0.33|0.36 | 0.38|0.40 | 0.41 | 0.43 | 0.43 | 0.43 | 0.39|0.39 | 0.36 | 0.36|0.33|0.33|0.31
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:31 August 2022 Remarks:



