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LAMP PHOTOMETRIC REPORT

MODEL: 93FGNL3030/BL

POWER: 30W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 1655.2 1m ~/+180
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¥ Cco C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 571.7 571.0 569.8 569.1 569.7 570.3 571.1 572.1 0- 10 54.95 54.95 3.32
20 542.3 541.6 539.1 537.9 538.0 540.0 542.0 543.8 10- 20 157.5 212.4 12.8
30 493.4 493.1 490.5 487.8 487.5 490.8 494.5 496.3 20- 30 238.9 451.3 27.3
40 429.0 428.5 425.8 421.6 421.0 425.3 431.0 432.3 30— 40 288.5 739.9 44.7
50 350.6 349.8 347.3 341.7 341.2 346.1 353.4 354.6 40- 50 300.1 1040 62.8
60 260.4 259.2 256.5 250.0 249.8 255.1 263.5 264.6 50- 60 271.7 1312 79.2
70 161.6 159.7 156.7 149.9 150.3 155.3 163.9 165.3 60— 70 206.0 1518 91.7
80 62.46 60.18 56.84 51.30 51.63 56.02 63.45 65.19 70- 80 113.1 1631 98.5
90 0.9748 0.9147 0.9270 0.9293 0.8128 0.8046 0.8861 1.028 80- 90 24.46 1655 100
100 90-100
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140 130-140

150 140-150
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DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:29 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93FGNL3030/BL

POWER: 30W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 581 | 581 | 581 | 581 | 581 | 581 | 581 | 581 | 581 | 581 | 581 | 581 | 581 | 581 | 581 | 581 | 581 | 581 | 581
5 579 | 579 | 578 | 579 | 578 | 578 | 578 | 578 | 578 | 578 | 577 | 577 | 577 | 577 | 577 | 577 | 577 | 578 | 578
10 572 | 572 | 571 | 571 | 571 | 571 | 571 | 570 | 570 | 570 | 569 | 569 | 569 | 569 | 569 | 569 | 569 | 570 | 570
15 560 | 560 | 559 | 559 | 559 | 559 | 558 | 558 | 557 | 557 | 556 | 556 | 556 | 556 | 556 | 556 | 556 | 556 | 556
20 542 | 542 | 542 | 542 | 542 | 542 | 541 | 540 | 540 | 539 | 539 | 538 | 538 | 538 | 538 | 538 | 538 | 538 | 538
25 520 | 520 | 520 | 520 | 519 | 520 | 519 | 518 | 517 | 517 | 516 | 516 | 516 | 515 | 515 | 515 | 514 | 515 | 515
30 493 | 494 | 493 | 493 | 493 | 493 | 493 | 492 | 491 | 491 | 490 | 490 | 489 | 488 | 487 | 487 | 487 | 487 | 487
35 463 | 463 | 463 | 463 | 462 | 463 | 462 | 462 | 461 | 460 | 459 | 459 | 458 | 457 | 456 | 456 | 455 | 456 | 456
40 429 | 429 | 428 | 429 | 428 | 429 | 428 | 428 | 427 | 426 | 425 | 424 | 423 | 422 | 421 | 421 | 420 | 421 | 421
45 391 | 391 | 391 | 391 | 391 | 391 | 390 | 390 | 389 | 388 | 387 | 386 | 385 | 384 | 383 | 382 | 382 | 382 | 383
50 351 | 351 | 350 | 350 | 350 | 350 | 349 | 349 | 348 | 347 | 346 | 345 | 343 | 342 | 341 | 341 | 340 | 341 | 341
55 307 | 307 | 306 | 306 | 306 | 306 | 305 | 305 | 304 | 303 | 302 | 301 | 299 | 298 | 297 | 296 | 296 | 296 | 297
60 260 | 260 | 260 | 260 | 259 | 259 | 259 | 259 | 258 | 256 | 255 | 254 | 252 | 251 | 249 | 249 | 249 | 249 | 250
65 212 | 212 | 211 | 211 | 210 | 210 | 210 | 209 | 208 | 207 | 206 | 204 | 202 | 201 | 200 | 200 | 199 | 200 | 201
70 162 | 161 | 160 | 161 | 160 | 160 | 159 | 159 | 157 | 157 | 155 | 154 | 151 | 151 | 149 | 149 | 149 | 150 | 150
75 111 | 111 | 110 | 110 | 109 | 109 | 107 | 107 | 106 | 105 | 104 | 102 | 100 | 99.7 | 98.3 | 98.4 | 97.9 | 99.0 | 99.5
80 62.5|62.2 | 61.4|61.2|60.3|60.0|59.0|58.6|57.5|56.8|55.3|54.1|52.5|51.8|50.8|50.8|50.6/|51.4|51.6
85 21.3(21.0|20.5|20.4|19.8|19.5|18.9|18.4|17.7|17.2|16.2 |15.3|14.3|13.8 | 13.2|13.1|13.0| 13.5] 13.6
90 0.97 | 0.95|0.94|0.92|0.92|0.91|0.92|0.92|0.93|0.93|0.93/0.93|0.93/0.93/0.93|0.93|/0.93|0.93]0.81
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG 2 .5DEG

Test Speed: MEDIUM
Temperature:25.3°C

Operators:

Test Date:29 August 2022

Interval:
%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93FGNL3030/BL
POWER: 30W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350
0 581 | 581 | 581 | 581 | 581 | 581 | 581 | 581 | 581 | 581 | 581 | 581 | 581 | 581 | 581 | 581 | 581
5 578 | 578 | 578 | 578 | 578 | 578 | 578 | 578 | 578 | 579 | 579 | 579 | 579 | 579 | 579 | 579 | 579
10 570 | 570 | 570 | 570 | 570 | 571 | 571 | 571 | 571 | 571 | 572 | 572 | 572 | 572 | 572 | 572 | 572
15 556 | 557 | 557 | 557 | 558 | 558 | 559 | 559 | 559 | 559 | 560 | 560 | 560 | 561 | 560 | 560 | 560
20 538 | 539 | 539 | 540 | 540 | 541 | 541 | 542 | 542 | 543 | 543 | 544 | 544 | 544 | 543 | 543 | 543
25 515 | 516 | 516 | 517 | 518 | 519 | 520 | 520 | 520 | 521 | 522 | 522 | 522 | 522 | 522 | 521 | 521
30 487 | 488 | 489 | 490 | 491 | 493 | 494 | 494 | 494 | 495 | 496 | 497 | 496 | 496 | 495 | 495 | 494
35 456 | 457 | 458 | 459 | 460 | 462 | 463 | 464 | 465 | 466 | 466 | 467 | 466 | 466 | 465 | 465 | 464
40 421 | 422 | 423 | 425 | 426 | 428 | 429 | 431 | 431 | 432 | 433 | 433 | 433 | 432 | 431 | 431 | 430
45 383 | 384 | 385 | 387 | 388 | 390 | 392 | 394 | 394 | 395 | 396 | 396 | 395 | 395 | 394 | 393 | 392
50 341 | 343 | 343 | 345 | 347 | 349 | 351 | 353 | 353 | 355 | 355 | 355 | 355 | 354 | 353 | 353 | 351
55 297 | 299 | 299 | 301 | 303 | 305 | 307 | 309 | 310 | 311 | 312 | 312 | 311 | 311 | 310 | 309 | 308
60 250 | 252 | 252 | 254 | 256 | 258 | 260 | 263 | 264 | 265 | 265 | 265 | 265 | 264 | 263 | 263 | 261
65 201 | 203 | 203 | 205 | 207 | 209 | 211 | 214 | 215 | 216 | 216 | 217 | 216 | 216 | 215 | 214 | 213
70 150 | 152 | 153 | 155 | 156 | 159 | 160 | 163 | 164 | 166 | 166 | 166 | 165 | 165 | 164 | 164 | 162
75 99.6 | 101 | 102 | 104 | 105 | 107 | 109 | 112 | 113 | 114 | 114 | 115 | 114 | 114 | 113 | 113 | 112
80 52.1 | 53.1 | 53.8 | 55.4|56.7|58.6|60.1|62.2|63.5|64.7|64.9|65.4|65.2|65.2|64.6|64.2]63.1
85 13.9|14.6 | 15.1 | 16.2 | 17.0 | 18.4 | 19.4 | 17.3 [ 21.9 | 22.7 | 22.9 | 23.4 | 23.3 | 23.4 | 22.9 | 22.6 | 21.7
90 0.80|0.80|0.80|0.80|0.81|0.80|0.82|0.84|0.89|1.00|1.08|1.07 |1.05|1.00|0.96|0.92|0.88
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:29 August 2022 Remarks:




