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LAMP PHOTOMETRIC REPORT

MODEL: 93FGNL3040/BL

POWER: 30W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 1713.5 1m ~/+180
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10 592.2 591.5 590.5 590.1 590.9 591.4 592.1 592.7 0- 10 56.95 56.95 3.32
20 560.3 560.4 559.0 557.7 558.1 560.1 561.9 562.7 10- 20 163.2 220.2 12.8
30 509.4 509.6 508.8 506.0 506.1 509.2 512.8 513.0 20- 30 247.5 467.6 27.3
40 441.9 442 .4 442.1 437.6 437.7 441.7 447.0 446.6 30— 40 298.9 766.5 44.7
50 360.2 360.7 360.8 355.0 355.1 359.9 366.7 365.7 40- 50 310.8 1077 62.9
60 266.5 266.6 266.8 260.3 260.8 265.7 273.4 272.3 50- 60 281.3 1359 79.3
70 163.7 163.2 163.2 156.6 157.6 162.2 170.1 169.2 60— 70 213.2 1572 91.7
80 60.89 60.24 59.55 54.13 54.95 59.06 65.75 65.48 70- 80 116.8 1689 98.6
90 0.9187 0.9356 0.9725 0.9623 0.8049 0.8159 0.8826 0.8314 80- 90 24.84 1713 100
100 90-100

110 100-110

120 110-120

130 120-130
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150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:29 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93FGNL3040/BL

POWER: 30W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 602 602 602 602 602 602 602 602 602 602 602 602 602 602 602 602 602 602 602
5 599 | 599 | 599 | 599 | 599 | 599 | 599 | 599 | 599 | 599 | 599 | 599 | 599 | 599 | 599 | 599 | 599 | 599 | 599
10 592 | 592 | 592 | 592 | 592 | 591 | 591 | 591 | 591 | 591 | 590 | 590 | 590 | 590 | 590 | 590 | 590 | 591 | 591
15 579 | 579 | 579 | 579 | 579 | 579 | 578 | 578 | 577 | 577 | 577 | 577 | 577 | 577 | 576 | 576 | 576 | 577 | 577
20 560 | 560 | 560 | 560 | 560 | 560 | 560 | 560 | 559 | 559 | 559 | 558 | 558 | 558 | 558 | 557 | 557 | 558 | 558
25 537 | 537 | 537 | 537 | 537 | 537 | 537 | 537 | 536 | 536 | 536 | 535 | 535 | 534 | 534 | 533 | 533 | 534 | 534
30 509 | 509 | 509 | 509 | 509 | 510 | 510 | 510 | 509 | 509 | 508 | 508 | 507 | 506 | 506 | 505 | 505 | 505 | 506
35 478 | 478 | 477 | 478 | 478 | 478 | 478 | 479 | 478 | 477 | 477 | 476 | 475 | 474 | 473 | 473 | 472 | 473 | 474
40 442 | 442 | 442 | 442 | 442 | 443 | 443 | 443 | 443 | 442 | 441 | 441 | 439 | 438 | 437 | 437 | 436 | 437 | 438
45 403 | 403 | 402 | 403 | 403 | 403 | 403 | 404 | 404 | 403 | 402 | 401 | 400 | 399 | 397 | 397 | 396 | 397 | 398
50 360 | 360 | 360 | 360 | 360 | 361 | 361 | 362 | 361 | 361 | 360 | 359 | 357 | 356 | 354 | 354 | 353 | 354 | 355
55 315 | 315 | 314 | 315 | 315 | 315 | 315 | 316 | 316 | 315 | 314 | 313 | 311 | 310 | 308 | 308 | 307 | 308 | 309
60 266 | 266 | 266 | 266 | 266 | 267 | 267 | 267 | 267 | 267 | 266 | 264 | 262 | 261 | 260 | 259 | 259 | 259 | 261
65 216 | 216 | 215 | 216 | 216 | 216 | 216 | 216 | 216 | 216 | 215 | 213 | 211 | 210 | 209 | 208 | 208 | 208 | 210
70 164 | 164 | 163 | 163 | 163 | 163 | 163 | 164 | 163 | 163 | 162 | 160 | 158 | 157 | 156 | 156 | 155 | 156 | 158
75 111 | 111 | 110 | 111 | 110 | 111 | 110 | 111 | 110 | 110 | 108 | 107 | 105 | 104 | 103 | 103 | 102 | 103 | 105
80 60.9 | 60.7 | 60.3|60.4|60.1|60.4|59.9|60.1|59.7|59.5|58.1|57.0|55.4|54.6|53.6|53.4|53.1|53.7]|54.9
85 19.0|18.8 | 18.6 | 18.6 | 18.5 | 18.7 | 18.5 | 18.6 | 18.3 | 18.2 | 17.3 | 16.5 | 15.5 | 14.8 | 14.2 | 14.0 | 13.7 | 14.1 | 14.9
90 0.92 (0.92|0.92|0.92|0.94|0.94|0.96|0.96|0.98|0.97 [ 0.99|0.99|0.97|0.97 | 0.95|0.95|0.94 | 0.94|0.80
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG 2 .5DEG

Test Speed: MEDIUM
Temperature:25.3°C

Operators:

Test Date:29 August 2022

Interval:
%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93FGNL3040/BL

POWER: 30W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350

0 602 | 602 | 602 | 602 | 602 | 602 | 602 | 602 | 602 | 602 | 602 | 602 | 602 | 602 | 602 | 602 | 602
5 599 | 599 | 599 | 599 | 599 | 599 | 599 | 599 | 599 | 600 | 600 | 600 | 600 | 600 | 600 | 600 | 600
10 591 | 591 | 591 | 591 | 591 | 592 | 592 | 592 | 592 | 592 | 592 | 593 | 593 | 593 | 593 | 593 | 593
15 577 | 578 | 578 | 578 | 578 | 579 | 579 | 579 | 579 | 580 | 580 | 580 | 580 | 580 | 580 | 580 | 579
20 558 | 559 | 559 | 560 | 560 | 561 | 561 | 562 | 562 | 562 | 563 | 563 | 563 | 563 | 562 | 562 | 561
25 534 | 535 | 535 | 537 | 537 | 538 | 539 | 539 | 540 | 540 | 541 | 541 | 540 | 540 | 539 | 539 | 538
30 506 | 507 | 507 | 509 | 510 | 511 | 512 | 513 | 513 | 514 | 514 | 514 | 513 | 513 | 512 | 512 | 511
35 474 | 475 | 475 | 477 | 478 | 480 | 481 | 482 | 482 | 483 | 483 | 483 | 482 | 481 | 481 | 480 | 479
40 438 | 439 | 440 | 441 | 442 | 444 | 446 | 447 | 447 | 448 | 448 | 448 | 447 | 446 | 445 | 445 | 443
45 398 | 399 | 400 | 402 | 403 | 405 | 407 | 408 | 409 | 410 | 409 | 409 | 408 | 408 | 406 | 406 | 404
50 355 | 357 | 357 | 359 | 361 | 363 | 364 | 366 | 367 | 368 | 368 | 367 | 366 | 365 | 364 | 363 | 362
55 310 | 311 | 312 | 314 | 315 | 317 | 319 | 321 | 322 | 323 | 322 | 322 | 321 | 320 | 319 | 318 | 316
60 261 | 262 | 263 | 265 | 266 | 269 | 270 | 273 | 273 | 275 | 274 | 274 | 273 | 272 | 271 | 270 | 268
65 210 | 211 | 212 | 214 | 215 | 218 | 220 | 222 | 223 | 224 | 223 | 223 | 222 | 221 | 220 | 219 | 218
70 158 | 159 | 160 | 162 | 163 | 166 | 167 | 169 | 170 | 171 | 171 | 171 | 169 | 169 | 168 | 167 | 165
75 105 | 106 | 107 | 109 | 110 | 112 | 114 | 116 | 117 | 118 | 117 | 117 | 116 | 116 | 115 | 114 | 113
80 55.3 | 56.3 | 57.0 | 58.5 | 59.6 | 61.4 | 62.8 | 64.7 | 65.8 | 66.6 | 66.2 | 66.3 | 65.7 | 65.3 | 64.3 | 63.7 | 62.4
85 15.1 | 15.8 | 16.3 | 17.4 | 18.2 | 19.5 [ 20.5 | 19.4 | 22.6 | 23.2 | 23.0 | 23.1 | 22.5 | 22.2 | 21.5 | 21.0 | 20.0
90 0.80|0.80|0.81|0.81|0.82|0.82|0.85|0.88|0.88|1.01|0.96|0.88|0.84|0.82|0.81|0.80]0.79
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:29 August 2022 Remarks:




