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LAMP PHOTOMETRIC REPORT

MODEL: 93PFLD2030/BL

POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 1890.5 1m -/+180
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AVERAGE BEAM ANGLE (50%) :59.2 DEG

¥ co C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 2202 1921 1689 1916 2161 1995 1814 2039 0- 10 195.3 195.3 10.3
20 2044 1528 1223 1526 1941 1581 1248 1644 10- 20 501.0 696.3 36.8
30 1385 1186 803.9 1115 1265 1060 620.3 1147 20- 30 620.8 1317 69.7
40 499.0 502.5 91.62 478.3 416.3 332.2 76.84 399.7 30— 40 416.6 1734 91.7
50 96.32 57.44 22.91 55.31 91.38 39.51 20.92 47.66 40- 50 123.5 1857 98.2
60 20.57 11.05 7.665 10.48 19.50 8.695 7.429 9.977 50- 60 26.29 1883 99.6
70 3.293 2.280 1.535 2.071 2.341 1.708 1.103 1.977 60— 70 6.413 1890 100
80 0.1683 0.1157 0.0626 0.1104 0.1113 0.0994 0.1117 0.1008 70- 80| 0.5863 1890 100
90 0.0868 0.0585 0.0490 0.0572 0.1113 0.0939 0.0844 0.0899 80- 90| 0.0929 1891 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:26 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93PFLD2030/BL

POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--1 UNIT: cd
C (DEG)
y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180

0 2120 | 2120 | 2120 | 2120 | 2120 | 2120 | 2120 | 2120 | 2120 | 2120 | 2120 | 2120 | 2120 | 2120 | 2120 | 2120 | 2120 | 2120 | 2120
5 2160 | 2150 | 2133 | 2106 | 2077 | 2050 | 2024 | 2006 | 1989 | 1988 | 1989 | 2006 | 2023 | 2048 | 2072 | 2095 | 2114 | 2126 | 2133
10 2202 | 2179 | 2127 | 2052 | 1964 | 1878 | 1794 | 1739 | 1695 | 1689 | 1694 | 1740 | 1795 | 1877 | 1955 | 2037 | 2099 | 2144 | 2161
15 2163 | 2121 | 2029 | 1911 | 1779 | 1666 | 1560 | 1484 | 1426 | 1412 | 1424 | 1482 | 1557 | 1667 | 1783 | 1910 | 2014 | 2081 | 2106
20 2044 | 1996 | 1869 | 1724 | 1581 | 1474 | 1380 | 1305 | 1241 | 1223 | 1237 | 1298 | 1374 | 1474 | 1577 | 1708 | 1826 | 1912 | 1941
25 1770 | 1735 | 1619 | 1514 | 1404 | 1317 | 1246 | 1178 | 1099 | 1076 | 1094 | 1166 | 1230 | 1302 | 1370 | 1448 | 1534 | 1613 | 1633
30 1385 | 1357 | 1275 | 1231 | 1204 | 1167 | 1041 | 927 | 830 | 804 | 832 928 | 1038 | 1116 | 1115 | 1142 | 1189 | 1251 | 1265
35 936 | 937 913 | 925 | 923 | 853 | 663 | 450 | 318 | 290 | 331 | 480 683 | 804 | 849 | 839 | 814 | 820 | 814
40 499 | 514 | 537 602 | 585 | 420 | 199 | 120 | 96.0 | 91.6 | 96.7 | 125 | 215 | 424 | 533 | 510 | 453 | 426 | 416
45 224 | 232 | 255 | 297 | 249 | 119 | 71.3 | 54.0 | 45.8 | 44.1 | 45.9 | 54.1 | 71.2 | 124 | 231 | 241 | 212 | 201 | 197
50 96.3 | 103 | 112 | 108 | 70.1 | 44.8 | 33.5| 27.3 | 23.8 | 22.9|23.6|27.0|32.7|43.3 | 67.3|99.4| 102 | 94.6 | 91.4
55 43.1 | 45.4 | 47.2 | 37.7|25.9|20.7|17.6 |15.2 | 13.4 |12.9|13.3|14.9|16.9|19.8 | 24.7 | 37.9 | 46.1 | 43.8 | 42.0
60 20.6 | 21.6 | 20.6 | 15.2 | 11.6 | 10.5 | 9.52 | 8.88 | 8.01 | 7.67 | 7.90 | 8.52 | 9.01 | 9.87 | 11.1 | 15.3 | 20.5 | 20.5 | 19.5
65 9.70 | 10.1 | 9.00 | 6.78 | 5.52 | 5.24 | 5.00 | 4.92 | 4.60 | 4.36 | 4.53 | 4.62 | 4.67 | 4.86 | 5.20 | 6.56 | 8.61 | 9.13 | 8.56
70 3.29(3.54|3.12|2.58|2.32|2.24|2.07|1.97|1.71|1.54|1.68|1.85|1.91|2.05|2.09|2.26|2.62|2.75]2.34
75 0.30 | 0.23|0.28|0.43|0.56|0.40|0.22|0.13|0.15|0.12|0.15|0.14 | 0.23 | 0.39 | 0.44 | 0.28 | 0.25| 0.21 | 0.14
80 0.17|0.12|0.15|0.11| 0.14 | 0.10 | 0.10 | 0.06 | 0.08 | 0.06 | 0.08 | 0.06 | 0.10 | 0.09 | 0.13 | 0.11 | 0.14 | 0.11 | 0.11
85 0.11 | 0.08| 0.10 | 0.07 | 0.08 | 0.05 | 0.07 | 0.05 | 0.06 | 0.05 | 0.05 | 0.05 | 0.07 | 0.05 | 0.08 | 0.06 | 0.09 | 0.08 | 0.11
90 0.09|0.08|0.08|0.07|0.06|0.05|0.05|0.05|0.05|0.05|0.05|0.05|0.05|0.05|0.06|0.06|0.08|0.08/0.11
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG

Test Speed: HIGH

Temperature:25.3°C
Operators:
Test Date:26 August 2022

Y
te

st System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]
Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93PFLD2030/BL
POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350
0 2120 | 2120 | 2120 | 2120 | 2120 | 2120 | 2120 | 2120 | 2120 | 2120 | 2120 | 2120 | 2120 | 2120 | 2120 | 2120 | 2120
5 2134 | 2129 | 2119 | 2105 | 2091 | 2078 | 2064 | 2062 | 2060 | 2069 | 2077 | 2095 | 2110 | 2128 | 2142 | 2152 | 2158
10 2158 | 2134 | 2088 | 2029 | 1960 | 1903 | 1847 | 1816 | 1814 | 1831 | 1874 | 1937 | 2002 | 2076 | 2135 | 2176 | 2199
15 2098 | 2055 | 1969 | 1870 | 1752 | 1652 | 1563 | 1520 | 1504 | 1540 | 1600 | 1703 | 1807 | 1925 | 2028 | 2114 | 2158
20 1921 | 1862 | 1760 | 1645 | 1516 | 1416 | 1323 | 1268 | 1248 | 1289 | 1358 | 1461 | 1572 | 1716 | 1854 | 1974 | 2035
25 1605 | 1554 | 1471 | 1391 | 1292 | 1209 | 1114 | 1050 | 1023 | 1072 | 1148 | 1246 | 1348 | 1480 | 1603 | 1710 | 1759
30 1236 | 1197 | 1129 | 1089 | 1030 | 909 | 728 | 659 | 620 | 682 | 811 | 967 | 1106 | 1188 | 1250 | 1332 | 1376
35 801 | 812 | 799 | 773 | 641 | 439 | 255 | 192 | 175 | 201 | 282 | 497 | 721 | 863 | 894 | 933 | 931
40 419 | 448 | 467 | 431 | 233 | 123 | 90.1 | 79.4 | 76.8 | 82.7 | 97.7 | 143 | 292 | 508 | 544 | 526 | 505
45 196 | 202 | 204 | 145 | 87.3 | 55.3 | 44.7 | 40.4 | 39.3 | 42.0 | 48.8 | 63.0 | 90.4 | 217 | 255 | 240 | 224
50 92.2 | 94.2 | 72.3 | 45.7 | 33.3 | 27.8 | 23.5|21.5|20.9|22.3|25.4|31.4|39.1|56.2|90.3| 105 | 98.3
55 42.6 | 41.0 | 27.1|19.2 | 16.2 | 14.8 | 13.3 |12.4 | 12.1 | 12.8 | 14.3 | 16.3 | 18.6 | 22.9 | 32.9 | 44.6 | 43.5
60 19.9|17.9|11.8 | 9.05 | 8.34 | 8.10 | 7.91 | 7.61 | 7.43 | 7.89 | 8.40 | 8.84 | 9.34 | 10.6 | 13.9 | 19.9 | 20.6
65 8.76 | 7.41 | 5.18 | 4.33 | 4.19 | 4.27 | 4.46 | 4.44 | 4.32 | 4.64 | 4.71 | 4.63 | 4.66 | 5.04 | 6.20 | 8.61 | 9.54
70 2.44 | 2.15|1.76 | 1.74 | 1.68 | 1.65|1.53 |1.25|1.10 |1.41 |1.74|1.87 [1.91|2.04|2.19|2.78 | 3.16
75 0.16 | 0.12 | 0.19 | 0.28 | 0.21 | 0.12 | 0.14 | 0.13 | 0.15 | 0.11 | 0.14 | 0.14 | 0.26 | 0.37 | 0.22 | 0.14 | 0.15
80 0.120.10 | 0.11 | 0.09 | 0.11 | 0.08 | 0.11 | 0.08 | 0.11 | 0.08 | 0.11 | 0.08 [ 0.11 | 0.09 | 0.11 | 0.10 | 0.12
85 0.11 | 0.11 | 0.10| 0.09 | 0.09 | 0.08 | 0.09 | 0.08 | 0.09 | 0.08 | 0.09 | 0.08 [ 0.09 | 0.09 | 0.10 | 0.10 | 0.10
90 0.11|0.11 | 0.10| 0.10 | 0.09 | 0.09 | 0.08 | 0.08 | 0.08 | 0.08 | 0.08 | 0.08 [ 0.09 | 0.09 | 0.10 | 0.10 | 0.10
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:26 August 2022 Remarks:




