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LAMP PHOTOMETRIC REPORT

MODEL: 93PFLD2040/BL

POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 1920.2 1m ~/+180
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AVERAGE BEAM ANGLE (50%) :59.4 DEG

¥ co C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 2198 1957 1749 1969 2183 2009 1811 2020 0- 10 196.8 196.8 10.2
20 1991 1564 1255 1586 2004 1624 1269 1630 10- 20 507.5 704.3 36.7
30 1305 1136 701.2 1154 1333 1147 725.9 1141 20- 30 628.1 1332 69.4
40 448.5 402.7 81.57 436.2 473.4 466.5 95.29 465.8 30— 40 424.2 1756 91.5
50 94.47 46.14 21.89 51.03 101.8 60.49 25.12 59.49 40- 50 128.2 1885 98.2
60 20.53 9.688 7.572 10.16 21.92 11.05 8.715 10.92 50- 60 28.01 1913 99.6
70 2.594 1.812 0.8654 2.008 2.998 2.193 2.006 2.120 60— 70 6.736 1919 100
80 0.1578 0.1022 0.0545 0.1075 0.1113 0.0994 0.1090 0.0994 70- 80| 0.5866 1920 100
90 0.0896 0.0654 0.0545 0.0612 0.1113 0.0926 0.0871 0.0898 80- 90| 0.0939 1920 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:26 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93PFLD2040/BL

POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 2132 | 2132 | 2132 | 2132 | 2132 | 2132 | 2132 | 2132 | 2132 | 2132 | 2132 | 2132 | 2132 | 2132 | 2132 | 2132 | 2132 | 2132 | 2132
5 2165 | 2156 | 2141 | 2122 | 2097 | 2075 | 2050 | 2033 | 2018 | 2018 | 2021 | 2036 | 2052 | 2076 | 2100 | 2122 | 2139 | 2150 | 2154
10 2198 | 2177 | 2132 | 2072 | 1995 | 1920 | 1846 | 1793 | 1753 | 1749 | 1755 | 1799 | 1855 | 1932 | 2006 | 2078 | 2135 | 2168 | 2183
15 2146 | 2112 | 2037 | 1937 | 1821 | 1716 | 1610 | 1536 | 1477 | 1466 | 1480 | 1545 | 1624 | 1732 | 1841 | 1956 | 2050 | 2113 | 2135
20 1991 | 1954 | 1859 | 1748 | 1617 | 1510 | 1404 | 1330 | 1272 | 1255 | 1272 | 1338 | 1419 | 1527 | 1644 | 1781 | 1894 | 1977 | 2004
25 1685 | 1655 | 1573 | 1495 | 1405 | 1332 | 1247 | 1169 | 1089 | 1067 | 1090 | 1169 | 1246 | 1341 | 1432 | 1539 | 1629 | 1698 | 1722
30 1305 | 1283 | 1220 | 1181 | 1154 | 1118 | 987 | 849 | 695 | 701 | 704 | 856 | 998 | 1133 | 1176 | 1216 | 1263 | 1314 | 1333
35 856 | 859 | 851 | 869 | 847 | 744 | 524 | 327 | 229 | 213 | 238 | 347 | 561 | 777 | 868 | 887 | 876 | 885 | 888
40 449 | 457 | 481 | 530 | 498 | 308 | 151 | 102 | 93.4 | 81.6 | 95.7 | 106 | 167 | 348 | 524 | 545 | 500 | 479 | 473
45 206 | 210 | 222 | 245 | 185 | 92.1 | 60.5 | 48.4 | 42.0 | 40.6 | 42.4 | 49.6 | 63.4 | 104 | 209 | 264 | 239 | 224 | 221
50 94.5 | 97.5| 102 | 88.5|54.9 | 37.4 | 30.0| 25.5|22.6|21.9|22.8|26.0|31.039.6|62.5| 101 | 110 | 104 | 102
55 43.8 | 44.9 | 44.6 | 32.4|21.6|18.1|16.0 | 14.5| 13.1 | 12.7 | 13.2 | 14.8 | 16.4 | 18.8 | 23.2 | 36.6 | 48.9 | 48.0 | 46.7
60 20.5|20.9|19.2|13.3|10.1|9.26 | 8.72 | 8.45| 7.83 | 7.57 | 7.90 | 8.55 | 8.93 | 9.63 | 10.7 | 14.7 | 21.4 | 22.5 | 21.9
65 9.09|9.18 | 7.93|5.80 | 4.77 | 4.54 | 4.43 | 4.47 | 4.30|4.11 | 4.36|4.54|4.60|4.80|5.12 | 6.37 | 8.89|10.0 | 9.76
70 2.592.70|2.35|2.02|1.85|1.77 | 1.57 |1.31|0.97|0.87|1.01|1.41|1.68|1.95|2.06|2.29|2.78| 3.243.00
75 0.27 | 0.21|0.24|0.26|0.35|0.22|0.17|0.12|0.13 | 0.11 | 0.14 | 0.12 | 0.18 | 0.25 | 0.40 | 0.27 | 0.26 | 0.23 | 0.14
80 0.16 | 0.12| 0.14 | 0.11 | 0.12 | 0.08 | 0.09 | 0.06 | 0.08 | 0.05 | 0.08 | 0.06 | 0.10 | 0.08 | 0.13 | 0.11 | 0.15 | 0.12 | 0.11
85 0.10 | 0.09| 0.10 | 0.08 | 0.08 | 0.06 | 0.07 | 0.05 | 0.06 | 0.05 | 0.06 | 0.05 | 0.06 | 0.05 | 0.08 | 0.07 | 0.10 | 0.08 | 0.11
90 0.09|0.09|0.09|0.08|0.07|0.06|0.06|0.06|0.05|0.05|0.05|0.05|0.05|0.05/|0.07|0.07|0.08|0.08/0.11
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG 2 .5DEG

Test Speed: HIGH

Temperature:25.3°C

Operators:

Test Date:26 August 2022

Interval:
%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93PFLD2040/BL

POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350

0 2132 | 2132 | 2132 | 2132 | 2132 | 2132 | 2132 | 2132 | 2132 | 2132 | 2132 | 2132 | 2132 | 2132 | 2132 | 2132 | 2132
5 2154 | 2146 | 2134 | 2119 | 2100 | 2084 | 2067 | 2061 | 2055 | 2062 | 2070 | 2087 | 2104 | 2123 | 2139 | 2153 | 2162
10 2178 | 2150 | 2104 | 2043 | 1974 | 1914 | 1858 | 1824 | 1811 | 1825 | 1861 | 1920 | 1984 | 2055 | 2116 | 2162 | 2189
15 2121 | 2072 | 1990 | 1892 | 1781 | 1684 | 1592 | 1546 | 1520 | 1549 | 1597 | 1692 | 1790 | 1904 | 2004 | 2088 | 2133
20 1980 | 1915 | 1808 | 1689 | 1558 | 1454 | 1353 | 1296 | 1269 | 1300 | 1362 | 1462 | 1565 | 1695 | 1813 | 1921 | 1978
25 1695 | 1648 | 1554 | 1454 | 1339 | 1247 | 1154 | 1094 | 1062 | 1096 | 1162 | 1255 | 1347 | 1457 | 1546 | 1633 | 1674
30 1309 | 1283 | 1220 | 1181 | 1112 | 1006 | 872 | 792 | 726 | 796 | 885 | 1019 | 1113 | 1169 | 1206 | 1267 | 1297
35 883 | 890 | 876 | 870 | 778 | 631 | 430 | 322 | 286 | 326 | 440 | 641 | 777 | 861 | 873 | 882 | 865
40 481 | 509 | 542 | 539 | 395 | 215 | 128 | 103 | 95.3 | 104 | 130 | 218 | 395 | 536 | 534 | 495 | 461
45 223 | 244 | 266 | 239 | 125 | 75.7 | 57.2 | 49.6 | 47.1 | 49.9 | 57.5 | 75.6 | 125 | 237 | 258 | 232 | 213
50 104 | 112 | 106 | 74.8 | 46.1 | 35.6 | 29.3 | 26.2 | 25.1 | 26.3 | 29.2 | 35.5 | 45.5 | 73.5 | 103 | 107 | 98.5
55 48.2 | 50.2 | 39.3 | 26.9 | 20.7 | 18.5 | 16.5 | 15.1 | 14.3 | 15.0 | 16.3 | 18.3 | 20.6 | 26.3 | 39.4 | 48.6 | 45.6
60 22.8|22.6|15.9|11.8 | 10.4 (10.00| 9.68 | 9.18 | 8.72 | 9.10 | 9.51 | 9.83 [ 10.2 | 11.7 | 15.9 | 21.9 | 21.3
65 10.3|9.49 | 6.76 | 5.43 | 5.18 | 5.29 | 5.49 | 5.43 | 5.17 | 5.40 | 5.37 | 5.16 | 5.05 | 5.38 | 6.70 | 9.12 | 9.43
70 3.28 | 3.01|2.35|2.21 |2.17 |2.25|2.33|2.22|2.01|2.24|2.31|2.19(2.10|2.14|2.27 |2.76 | 2.80
75 0.15|0.16 | 0.27 | 0.44 | 0.37 | 0.19 | 0.15 | 0.11 | 0.14 | 0.11 | 0.16 | 0.20 [ 0.36 | 0.40 | 0.25 | 0.15 | 0.15
80 0.11|0.10 | 0.11 | 0.09 | 0.11 | 0.08 | 0.10 | 0.08 | 0.11 | 0.08 | 0.10 | 0.09 | 0.11 | 0.09 | 0.11 | 0.10 | 0.11
85 0.11 | 0.10 | 0.10 | 0.09 | 0.09 | 0.08 | 0.08 | 0.08 | 0.09 | 0.08 | 0.09 | 0.09 [ 0.09 | 0.09 | 0.10 | 0.10 | 0.11
90 0.11|0.11 | 0.10| 0.10 | 0.09 | 0.09 | 0.08 | 0.08 | 0.09 | 0.09 | 0.09 | 0.09 [ 0.09 | 0.09 | 0.10 | 0.10 | 0.11
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:26 August 2022 Remarks:




