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LAMP PHOTOMETRIC REPORT

MODEL: 93SS1030/BL

POWER: 10W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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TOTAL FLUX: 522.24 lm



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

1383 1373 1368 1381 1431 1469 1471 1435 161.6 161.6 30.9

358.1 357.8 372.7 381.9 398.2 407.0 398.4 366.3 224.7 386.3 74

95.14 89.73 86.01 89.82 100.4 95.93 93.35 90.95 95.14 481.5 92.2

21.78 22.76 25.34 23.71 22.23 25.07 26.56 23.38 29.64 511.1 97.9

4.128 3.992 3.668 3.763 3.839 4.035 4.045 3.908 8.453 519.6 99.5

0.9460 1.059 1.241 0.9717 1.035 0.9885 0.9860 0.8493 1.683 521.3 99.8

0.4892 0.7911 0.9924 0.3771 0.4155 0.4018 0.3790 0.3254 0.7578 522.0 100

0.0272 0.0164 0.0082 0.0245 0.0217 0.0327 0.0436 0.0218 0.2190 522.2 100

0 0 0 0 0.0054 0.0068 0.0082 0.0041 0.0108 522.2 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:29 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93SS1030/BL

POWER: 10W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 1980

5 1826

10 1383

15 801

20 358

25 194

30 95.1

35 41.3

40 21.8

45 9.27

50 4.13

55 1.92

60 0.95

65 0.65

70 0.49

75 0.09

80 0.03

85 0.01

90 0.00

10

1980

1782

1389

781

354

188

95.4

42.3

21.4

9.08

3.94

1.91

0.93

0.59

0.42

0.06

0.01

0.00

0.00

20

1980

1813

1375

790

355

189

89.8

41.6

20.8

8.97

4.00

1.88

0.98

0.62

0.45

0.08

0.03

0.01

0.00

30

1980

1779

1384

772

359

186

88.0

41.6

20.9

9.15

4.04

1.95

1.01

0.66

0.69

0.06

0.00

0.00

0.00

40

1980

1812

1372

786

355

190

94.5

41.9

22.0

8.88

3.98

1.91

1.03

0.74

0.76

0.08

0.03

0.01

0.00

50

1980

1781

1374

767

360

192

85.0

42.2

23.5

8.85

4.00

1.92

1.09

0.88

0.83

0.06

0.00

0.00

0.00

60

1980

1810

1365

782

358

196

96.5

40.6

21.5

9.39

4.16

1.77

1.12

1.02

0.87

0.10

0.03

0.01

0.00

70

1980

1783

1370

768

364

197

86.1

39.9

22.7

10.0

4.08

1.78

1.06

1.02

0.89

0.07

0.01

0.00

0.00

80

1980

1810

1358

791

364

197

95.1

39.4

24.0

10.5

3.91

1.60

1.13

1.13

0.90

0.09

0.04

0.01

0.00

90

1980

1782

1368

776

373

200

86.0

40.4

25.3

10.3

3.67

1.61

1.24

1.18

0.99

0.08

0.01

0.00

0.00

100

1980

1809

1362

798

369

199

86.2

39.8

24.2

10.7

4.09

1.64

1.39

1.37

1.02

0.10

0.04

0.01

0.00

110

1980

1785

1375

789

376

201

89.0

41.2

23.3

10.4

4.11

1.59

1.37

1.31

0.96

0.08

0.01

0.00

0.00

120

1980

1816

1364

808

376

196

89.6

42.2

22.2

9.64

4.11

1.57

1.11

0.88

0.83

0.10

0.03

0.01

0.00

130

1980

1789

1384

799

380

201

90.3

44.3

24.6

8.94

3.82

1.42

0.99

0.71

0.38

0.08

0.01

0.00

0.00

140

1980

1818

1378

802

384

197

89.4

43.9

22.9

9.10

3.71

1.44

0.95

0.67

0.38

0.10

0.04

0.01

0.00

150

1980

1798

1400

815

384

199

92.9

44.7

21.2

9.42

3.86

1.49

1.01

0.70

0.41

0.08

0.01

0.00

0.00

160

1980

1824

1396

815

387

196

93.9

43.9

21.3

9.40

4.06

1.52

1.12

0.81

0.48

0.11

0.04

0.01

0.00

170

1980

1804

1417

832

389

200

99.6

44.9

22.2

9.65

3.91

1.49

1.06

0.78

0.44

0.09

0.01

0.00

0.00

180

1980

1844

1431

842

398

203

100

44.0

22.2

9.92

3.84

1.42

1.04

0.74

0.42

0.10

0.02

0.01

0.01

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:29 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93SS1030/BL

POWER: 10W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 1980

5 1838

10 1430

15 843

20 395

25 200

30 99.3

35 44.7

40 22.4

45 9.73

50 3.76

55 1.46

60 1.05

65 0.73

70 0.44

75 0.13

80 0.05

85 0.02

90 0.01

200

1980

1848

1455

859

400

205

97.4

44.6

21.9

9.79

4.04

1.43

0.99

0.69

0.39

0.10

0.02

0.01

0.01

210

1980

1848

1457

859

402

204

95.7

45.4

22.1

10.1

3.95

1.45

0.99

0.74

0.41

0.12

0.05

0.02

0.01

220

1980

1865

1473

876

405

215

96.7

46.8

24.1

9.96

4.03

1.46

0.96

0.70

0.39

0.09

0.02

0.01

0.01

230

1980

1867

1464

867

409

214

95.1

46.8

26.1

10.0

4.04

1.54

1.01

0.74

0.41

0.11

0.04

0.02

0.01

240

1980

1877

1486

886

405

221

99.9

46.1

23.9

11.0

4.71

1.58

1.00

0.71

0.39

0.08

0.02

0.01

0.01

250

1980

1873

1476

874

407

220

96.8

44.2

24.3

11.5

4.72

1.64

0.99

0.69

0.39

0.11

0.04

0.02

0.01

260

1980

1878

1483

887

400

224

96.7

43.4

25.4

11.9

4.34

1.70

0.94

0.64

0.36

0.08

0.02

0.01

0.01

270

1980

1867

1471

873

398

223

93.4

44.0

26.6

11.1

4.05

1.69

0.99

0.69

0.38

0.10

0.04

0.02

0.01

280

1980

1867

1476

880

391

220

93.9

43.4

25.1

11.8

4.43

1.74

0.94

0.63

0.34

0.07

0.02

0.01

0.01

290

1980

1854

1461

858

377

215

94.4

42.4

23.5

11.0

4.43

1.69

0.92

0.61

0.35

0.09

0.04

0.02

0.01

300

1980

1860

1462

856

378

210

95.2

43.0

22.1

10.3

4.38

1.71

0.87

0.57

0.32

0.06

0.01

0.01

0.01

310

1980

1850

1436

823

365

204

91.5

43.2

24.1

9.04

3.99

1.66

0.86

0.59

0.34

0.08

0.04

0.02

0.01

320

1980

1845

1434

830

368

203

90.4

43.1

22.6

9.12

3.83

1.75

0.84

0.53

0.31

0.07

0.01

0.00

0.00

330

1980

1824

1413

797

355

194

89.8

42.7

20.6

8.94

3.70

1.72

0.85

0.54

0.34

0.09

0.03

0.01

0.00

340

1980

1800

1415

806

360

196

91.5

42.3

20.8

8.88

3.97

1.84

0.83

0.53

0.33

0.06

0.01

0.00

0.00

350

1980

1814

1396

803

354

193

94.4

41.7

21.0

8.66

3.76

1.82

0.88

0.59

0.48

0.09

0.04

0.01

0.01

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:29 August 2022 Remarks:


