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LAMP PHOTOMETRIC REPORT

MODEL: 98Prague200/W

POWER: 200W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 24861 1m ~/+180
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AVERAGE BEAM ANGEE (50%):109.9 DEG

¥ Cco C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 707.5 687.7 678.5 707.1 725.1 700.6 672.1 687.3 0- 10 654.1 654.1 2.63
20 803.7 714.5 660.3 757.1 838.8 760.5 667.2 738.4 10- 20 2043 2698 10.9
30 942.5 724.6 616.6 793.1 998.6 821.2 628.7 791.4 20- 30 3549 6247 25.1
40 1106 720.2 338.3 840.4 1198 883.6 511.9 830.3 30— 40 5035 11282 45.4
50 1255 354.5 41.35 504.6 1374 751.3 55.54 721.0 40- 50 5633 16915 68
60 1263 59.85 27.14 72.28 1391 132.3 29.34 119.0 50- 60 4891 21806 87.7
70 488.3 26.16 19.79 27.33 508.1 27.47 20.52 32.03 60— 70 2637 24443 98.3
80 16.88 10.46 12.23 9.230 10.30 11.61 13.25 11.05 70- 80 358.4 24801 99.8
90 2.501 0.9394 0.2031 0.9403 1.908 0.4796 0.6578 0.6170 80- 90 59.95 24861 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:X10cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:03 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98Prague200/W

POWER: 200W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: X10cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 674 674 674 674 674 674 674 674 674 674 674 674 674 674 674 674 674 674 674
5 680 | 680 679 | 678 677 677 676 | 676 | 676 | 677 678 681 682 684 687 688 689 | 690 689
10 707 | 705 | 702 697 691 685 | 680 677 676 | 679 | 682 688 695 | 703 | 711 | 718 | 722 | 725 | 725
15 751 | 744 | 736 | 723 | 710 696 | 683 | 675 | 672 674 681 692 | 707 | 724 | 742 | 756 | 767 | 775 | 776
20 804 | 794 | 776 | 753 | 727 | 702 679 | 664 658 660 670 688 | 712 | 742 | 772 | 797 | 821 | 835 | 839
25 867 | 850 | 822 | 783 | 742 | 701 666 | 645 | 637 640 651 673 | 708 | 752 | 800 | 843 | 881 903 | 912
30 943 | 919 | 875 | 818 | 756 | 694 646 | 622 615 | 617 624 646 | 691 | 757 | 829 | 892 947 986 | 999
35 1026 | 992 934 | 858 | 770 685 | 618 | 578 | 557 | 554 | 568 603 | 669 | 762 | 862 950 | 1024 | 1074 | 1097
40 1106 | 1065 | 999 | 909 | 793 | 647 | 507 | 408 | 352 | 338 | 363 | 440 | 574 | 759 | 922 | 1023 | 1109 | 1168 | 1198
45 1187 | 1145 | 1074 | 968 | 755 | 466 | 261 | 186 | 117 | 108 | 123 | 183 | 315 | 606 | 941 | 1123 | 1203 | 1261 | 1295
50 1255 | 1212 | 1147 | 938 | 514 | 195 | 98.3 | 54.0 | 42.7 | 41.3 | 43.2 | 60.0 | 113 | 282 | 727 | 1139 | 1304 | 1340 | 1374
55 1284 | 1257 | 1115 | 670 | 191 | 78.9 | 46.9 | 34.6 | 32.5 | 32.1 | 31.9 | 33.8 | 48.0 | 89.8 | 327 | 873 | 1303 | 1398 | 1413
60 1263 | 1191 | 810 | 273 | 70.9| 48.7 | 31.6 | 27.6 | 26.9 | 27.1 | 26.4 | 26.6 | 31.9 | 48.2 | 96.4 | 400 977 | 1342 | 1391
65 1074 | 822 | 338 | 73.6 | 44.1|34.0|24.2(23.1|22.9|22.9|22.4|22.2|23.8|34.1|45.5| 105 | 412 924 | 1146
70 488 | 261 | 96.4 | 32.3 | 28.3(24.0|20.0(19.5|19.5|19.8| 19.1 | 18.8 | 19.3 |25.3|29.4|35.3|77.5| 284 | 508
75 39.9(32.7|20.6|17.6|18.1|17.9|17.2 |16.5|16.0 | 16.2 | 15.9 | 16.7 | 16.7 | 17.4 | 18.0 | 17.9 | 22.2 | 25.8 | 26.0
80 16.9|13.3|8.48|7.85|9.40 | 11.5|15.4 | 15.312.7 | 12.2|13.1|15.2 |15.2| 9.53 | 8.93 | 7.88 |8.93|10.7 | 10.3
85 3.35(3.38(3.19|3.22|2.81|3.25|3.93|7.22|6.39|5.37|6.58|7.89|3.82|2.97|2.45|3.19|3.24|3.64|3.16
90 2.50 | 2.46|2.18 |1.73|1.19 | 0.69 | 0.35 | 0.23 | 0.21 | 0.20 | 0.21 | 0.24 | 0.36 | 0.69 | 1.19 | 1.72 | 2.16 | 2.42 | 1.91
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG 2 .5DEG

Test Speed: MEDIUM
Temperature:25.3°C

Operators:

Test Date:03 August 2022

Interval:
%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98Prague200/W
POWER: 200W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: X10cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350
0 674 | 674 | 674 | 674 | 674 | 674 | 674 | 674 | 674 | 674 | 674 | 674 | 674 | 674 | 674 | 674 | 674
5 689 | 688 | 686 | 684 | 681 | 678 | 676 | 674 | 672 | 671 | 672 | 673 | 673 | 676 | 678 | 679 | 681
10 725 | 720 | 714 | 705 | 696 | 688 | 680 | 674 | 672 | 671 | 674 | 678 | 684 | 691 | 697 | 702 | 707
15 774 | 766 | 752 | 737 | 720 | 702 | 688 | 678 | 672 | 672 | 679 | 689 | 703 | 718 | 731 | 741 | 750
20 836 | 822 | 802 | 775 | 746 | 717 | 693 | 676 | 667 | 669 | 682 | 702 | 726 | 750 | 774 | 790 | 802
25 908 | 888 | 857 | 815 | 771 | 726 | 689 | 666 | 654 | 657 | 676 | 708 | 746 | 786 | 822 | 850 | 866
30 994 | 965 | 917 | 855 | 788 | 723 | 670 | 641 | 629 | 634 | 658 | 703 | 761 | 821 | 876 | 916 | 940
35 1091 | 1051 | 987 | 899 | 800 | 705 | 635 | 605 | 597 | 601 | 625 | 685 | 768 | 856 | 933 | 989 | 1023
40 1192 | 1148 | 1066 | 955 | 812 | 661 | 562 | 524 | 512 | 523 | 558 | 640 | 767 | 893 | 994 | 1064 | 1104
45 1294 | 1251 | 1167 | 1023 | 777 | 506 | 346 | 272 | 253 | 284 | 361 | 509 | 730 | 937 | 1066 | 1147 | 1187
50 1380 | 1356 | 1259 | 992 | 510 | 188 | 91.7 | 60.9 | 55.5 | 63.8 | 103 | 213 | 519 | 923 | 1139 | 1225 | 1257
55 1430 | 1415 | 1188 | 624 | 118 | 60.2 | 38.1 | 35.2 | 35.1 | 36.0 | 41.0 | 64.8 | 146 | 649 | 1124 | 1279 | 1294
60 1397 | 1274 | 742 | 213 | 51.8 | 34.7 [ 29.6 | 29.3 [ 29.3|29.6|31.1|39.7|56.4| 182 | 787 | 1214 | 1280
65 1101 | 734 | 212 | 46.4 | 34.2 | 26.1 (24.1 | 24.3|24.3|24.3|24.6|28.7|39.2|54.7| 254 | 786 | 1074
70 435 | 222 | 37.029.3|25.6|20.5|20.1|20.2|20.5|20.3|20.7|21.8|29.7|34.4|47.3| 198 | 454
75 25.8 22.7|19.1|19.6 | 18.3 |17.1|16.6 | 16.9| 17.1 | 16.9 | 17.2 | 18.1 | 20.7 | 20.2 | 22.2 | 27.9 | 44.0
80 10.3 | 8.80 | 8.04 | 9.99|13.2|16.0 | 15.3 | 13.5|13.2 |13.9| 15.8 | 16.1 | 12.4 | 9.70 | 7.85| 9.21 | 15.6
85 2.84 | 2.63|2.81|3.39|4.87|8.54|12.1|10.3|9.14|10.7 |11.2 | 6.72 | 3.81 | 2.85|2.27|2.33|2.72
90 1.70 | 1.36 | 0.95 | 0.59 | 0.37 | 0.30 [ 0.33 | 0.81 | 0.66 | 0.96 | 0.45 | 0.32 | 0.46 | 0.77 | 1.19 | 1.60 | 1.90
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:03 August 2022 Remarks:




