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LAMP PHOTOMETRIC REPORT

MODEL: 99PFM1505030/BL

POWER: 50W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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0

400

800

1200

1600

2000

TOTAL FLUX: 4617.2 lm
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 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

1681 1696 1713 1713 1724 1720 1714 1702 165.0 165.0 3.57

1534 1569 1608 1600 1612 1613 1611 1580 467.4 632.4 13.7

1329 1381 1443 1423 1430 1440 1447 1395 694.2 1327 28.7

1089 1152 1230 1199 1203 1219 1233 1168 814.7 2141 46.4

836.2 900.6 983.9 949.0 954.1 969.8 987.4 916.6 820.6 2962 64.1

579.6 640.1 719.0 687.6 698.0 708.9 722.9 655.2 721.6 3683 79.8

330.8 382.8 451.9 427.6 443.8 448.2 454.7 396.1 539.9 4223 91.5

105.9 147.3 203.0 185.4 204.8 203.4 204.2 157.2 309.8 4533 98.2

2.473 2.812 4.224 3.288 12.55 7.452 4.330 2.384 84.09 4617 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:02 December 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99PFM1505030/BL

POWER: 50W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 1749

5 1726

10 1681

15 1617

20 1534

25 1438

30 1329

35 1212

40 1089

45 964

50 836

55 708

60 580

65 453

70 331

75 214

80 106

85 16.6

90 2.47

10

1749

1727

1684

1620

1538

1443

1335

1218

1096

970

843

715

586

460

337

220

111

19.3

2.49

20

1749

1728

1685

1623

1543

1449

1342

1227

1105

980

852

724

595

468

344

227

117

22.7

2.54

30

1749

1730

1689

1630

1553

1461

1357

1243

1122

997

870

741

612

483

358

239

128

29.2

2.63

40

1749

1731

1694

1637

1563

1474

1372

1260

1141

1017

889

760

629

500

374

253

140

38.2

2.74

50

1749

1733

1698

1645

1575

1489

1390

1281

1163

1040

912

782

651

520

392

269

155

49.8

2.88

60

1749

1735

1703

1652

1585

1503

1407

1300

1184

1062

934

804

671

539

410

284

168

62.4

3.01

70

1749

1737

1707

1660

1596

1517

1424

1320

1206

1085

958

827

694

560

429

302

184

75.9

3.13

80

1749

1738

1710

1665

1603

1526

1436

1333

1221

1100

973

843

709

575

442

315

195

88.3

3.29

90

1749

1740

1713

1668

1608

1533

1443

1342

1230

1110

984

853

719

585

452

323

203

93.9

4.22

100

1749

1740

1714

1669

1609

1533

1443

1341

1229

1109

982

851

717

583

450

322

201

92.1

3.97

110

1749

1741

1714

1670

1608

1531

1441

1338

1225

1104

977

846

712

578

446

319

199

89.2

3.70

120

1749

1741

1714

1668

1606

1527

1434

1329

1214

1093

966

835

702

569

438

311

192

84.9

3.50

130

1749

1741

1714

1667

1603

1522

1427

1321

1205

1082

955

825

693

561

432

306

188

79.3

3.32

140

1749

1741

1713

1665

1598

1516

1419

1310

1193

1070

943

813

682

552

423

300

183

75.1

3.25

150

1749

1742

1713

1665

1597

1512

1414

1304

1186

1063

936

807

677

548

420

297

182

74.3

3.24

160

1749

1742

1714

1664

1595

1508

1408

1297

1179

1055

928

800

671

542

416

294

179

72.8

3.44

170

1749

1743

1715

1665

1595

1508

1408

1297

1177

1054

927

800

671

543

417

296

181

74.8

3.79

180

1749

1748

1724

1678

1612

1529

1430

1320

1203

1080

954

826

698

570

444

321

205

96.7

12.5

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:02 December 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99PFM1505030/BL

POWER: 50W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 1749

5 1747

10 1723

15 1677

20 1610

25 1527

30 1429

35 1319

40 1201

45 1079

50 953

55 825

60 696

65 568

70 442

75 320

80 203

85 95.0

90 12.0

200

1749

1747

1722

1677

1612

1529

1432

1323

1206

1083

957

829

700

571

444

321

204

95.5

11.2

210

1749

1746

1721

1676

1611

1530

1434

1325

1209

1086

960

831

702

572

444

320

203

93.7

9.79

220

1749

1745

1720

1676

1613

1533

1439

1332

1216

1094

968

838

708

577

448

323

204

94.2

8.22

230

1749

1744

1719

1675

1612

1534

1441

1335

1221

1099

972

842

710

579

448

322

203

92.7

6.68

240

1749

1743

1718

1675

1614

1537

1446

1343

1229

1108

982

851

719

586

454

326

206

94.8

5.46

250

1749

1741

1716

1672

1613

1537

1447

1344

1232

1111

985

853

720

586

454

325

204

93.5

4.45

260

1749

1741

1716

1673

1613

1538

1450

1348

1237

1117

990

859

726

591

458

329

207

96.4

4.31

270

1749

1740

1714

1670

1611

1535

1447

1345

1233

1114

987

856

723

588

455

326

204

94.5

4.33

280

1749

1740

1713

1668

1608

1531

1442

1339

1227

1107

980

850

716

581

448

319

199

89.2

3.00

290

1749

1738

1710

1663

1600

1522

1430

1326

1213

1091

964

833

700

566

434

306

186

80.6

2.81

300

1749

1737

1707

1658

1593

1512

1418

1312

1197

1074

947

816

684

551

420

294

177

68.9

2.62

310

1749

1736

1703

1652

1584

1500

1402

1293

1176

1053

926

795

663

532

403

279

162

57.3

2.45

320

1749

1735

1700

1647

1575

1488

1388

1278

1159

1035

908

778

647

517

389

267

152

48.2

2.31

330

1749

1733

1696

1640

1566

1476

1373

1260

1140

1016

888

759

629

500

374

254

141

39.2

2.20

340

1749

1732

1694

1635

1558

1466

1361

1247

1127

1002

875

746

617

490

365

246

134

33.4

2.14

350

1749

1731

1691

1631

1552

1459

1353

1237

1116

991

863

734

606

479

355

237

126

27.6

2.09

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:02 December 2022 Remarks:


