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LAMP PHOTOMETRIC REPORT

MODEL: 99POM1505030/WH

POWER: 50W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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TOTAL FLUX: 4946.7 lm



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

1855 1862 1859 1843 1840 1844 1858 1864 179.0 179.0 3.62

1722 1745 1750 1710 1697 1711 1746 1748 507.6 686.5 13.9

1514 1556 1573 1508 1479 1510 1569 1560 754.5 1441 29.1

1252 1313 1344 1256 1212 1259 1340 1319 884.7 2326 47

969.8 1034 1079 974.5 927.5 977.5 1075 1040 887.5 3213 65

685.7 743.5 791.4 684.0 640.2 688.2 789.7 750.2 774.6 3988 80.6

404.1 453.3 498.4 397.3 360.8 401.9 499.4 459.8 571.0 4559 92.2

146.9 183.2 221.3 134.9 110.5 139.5 222.9 189.0 314.2 4873 98.5

4.811 5.684 3.344 2.819 2.049 2.476 3.015 6.090 73.64 4947 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:01 December 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99POM1505030/WH

POWER: 50W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 1897

5 1888

10 1855

15 1799

20 1722

25 1626

30 1514

35 1387

40 1252

45 1112

50 970

55 826

60 686

65 543

70 404

75 271

80 147

85 42.5

90 4.81

10

1897

1889

1858

1801

1729

1634

1523

1397

1263

1123

980

837

692

549

410

276

152

44.6

5.05

20

1897

1889

1858

1804

1729

1635

1526

1402

1268

1128

986

842

701

557

417

282

156

47.9

5.40

30

1897

1890

1860

1810

1739

1648

1541

1420

1288

1149

1007

862

717

573

431

295

169

54.7

5.61

40

1897

1890

1861

1811

1740

1652

1548

1431

1301

1163

1021

876

733

588

444

306

176

61.5

5.78

50

1897

1891

1863

1816

1750

1664

1564

1449

1325

1189

1047

901

754

607

462

322

190

70.7

5.59

60

1897

1891

1863

1815

1749

1666

1567

1455

1332

1200

1062

916

771

623

476

335

200

82.5

5.23

70

1897

1890

1863

1818

1755

1674

1577

1468

1347

1216

1079

937

789

640

492

348

213

88.9

4.50

80

1897

1889

1861

1814

1750

1669

1573

1464

1344

1214

1078

936

792

647

500

356

219

95.3

3.71

90

1897

1887

1859

1813

1750

1669

1573

1464

1344

1215

1079

937

791

644

498

356

221

98.7

3.34

100

1897

1885

1855

1806

1739

1656

1559

1448

1327

1197

1061

918

775

629

483

340

205

85.5

3.31

110

1897

1885

1852

1801

1736

1650

1551

1438

1315

1184

1045

903

755

606

459

318

185

64.8

3.23

120

1897

1882

1848

1794

1721

1633

1530

1415

1289

1155

1014

868

723

576

432

292

162

46.3

3.07

130

1897

1881

1845

1791

1717

1625

1518

1400

1271

1133

990

844

697

551

409

272

144

32.9

2.92

140

1897

1880

1841

1782

1703

1608

1497

1375

1242

1102

959

814

671

527

386

251

126

25.5

2.72

150

1897

1879

1839

1781

1700

1602

1489

1362

1227

1086

943

798

653

510

371

238

116

21.5

2.59

160

1897

1878

1836

1773

1689

1589

1473

1344

1208

1067

924

782

638

496

358

227

106

19.2

2.46

170

1897

1879

1837

1776

1692

1591

1473

1342

1206

1065

922

778

634

492

355

224

105

19.2

2.42

180

1897

1880

1840

1780

1697

1596

1479

1348

1212

1071

928

784

640

498

361

230

111

22.0

2.05

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:01 December 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99POM1505030/WH

POWER: 50W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 1897

5 1880

10 1839

15 1775

20 1692

25 1591

30 1474

35 1344

40 1207

45 1067

50 924

55 781

60 639

65 497

70 360

75 229

80 109

85 21.3

90 2.09

200

1897

1880

1840

1781

1699

1599

1484

1355

1219

1079

936

792

648

505

367

235

114

22.5

2.15

210

1897

1879

1840

1778

1697

1600

1488

1361

1226

1087

944

801

658

515

375

243

120

24.1

2.24

220

1897

1881

1843

1787

1710

1615

1506

1384

1250

1111

968

823

678

534

393

258

133

29.3

2.39

230

1897

1881

1844

1788

1712

1621

1515

1396

1267

1129

987

842

698

553

411

274

146

35.4

2.56

240

1897

1883

1849

1798

1727

1638

1536

1420

1295

1161

1020

875

728

581

436

298

169

50.2

2.73

250

1897

1884

1851

1801

1731

1646

1546

1433

1310

1179

1041

898

754

606

460

319

186

66.6

2.87

260

1897

1886

1857

1807

1745

1662

1565

1454

1333

1204

1067

925

780

633

487

344

209

86.9

2.96

270

1897

1887

1858

1811

1746

1665

1569

1459

1340

1211

1075

934

790

645

499

357

223

101

3.01

280

1897

1889

1861

1817

1755

1674

1578

1470

1350

1221

1085

943

798

651

505

362

225

101

3.63

290

1897

1889

1862

1816

1752

1670

1574

1464

1343

1214

1077

935

789

643

494

351

215

91.9

4.55

300

1897

1890

1864

1819

1755

1673

1575

1463

1341

1210

1071

926

778

630

483

341

207

84.3

5.33

310

1897

1891

1863

1815

1748

1663

1562

1448

1324

1189

1048

902

758

611

466

326

194

74.3

5.94

320

1897

1892

1865

1817

1749

1662

1558

1441

1313

1175

1033

888

742

597

453

315

184

67.2

6.24

330

1897

1891

1861

1810

1738

1648

1543

1422

1290

1152

1010

865

724

579

437

301

172

59.2

6.31

340

1897

1891

1862

1808

1739

1647

1538

1415

1281

1142

1000

856

711

568

427

292

167

54.3

6.19

350

1897

1890

1859

1805

1729

1636

1526

1399

1265

1125

983

839

699

556

416

282

157

48.7

5.89

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:01 December 2022 Remarks:


