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LAMP PHOTOMETRIC REPORT

MODEL: 93ZFLD3040/BL

POWER: 30W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 3003.6 1m “/+1e0
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AVERAGE BEAM ANGLE (50%) :60.0 DEG

¥ co C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 2882 3279 3427 2951 2646 2916 3379 3251 0- 10 306.3 306.3 10.2
20 2024 2660 3143 2332 1879 2317 3119 2678 10- 20 790.7 1097 36.5
30 1458 1978 2074 1623 865.6 1631 2104 1990 20- 30 985.7 2083 69.3
40 151.8 954.2 702.2 440.6 95.76 465.8 770.7 1024 30— 40 676.8 2760 91.9
50 38.14 96.24 132.5 45.13 23.88 46.61 147.0 111.9 40- 50 196.7 2956 98.4
60 12.19 15.84 26.10 9.491 7.598 9.686 27.85 17.09 50- 60 37.85 2994 99.7
70 3.523 3.586 3.517 1.541 0.6744 1.607 3.969 3.751 60— 70 8.370 3003 100
80 0.1488 0.2163 0.2101 0.1460 0.1432 0.1549 0.1883 0.1667 70- 80| 0.8823 3003 100
90 0.0919 0.1033 0.1474 0.1187 0.1459 0.1699 0.1856 0.1556 80- 90| 0.1593 3004 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:30 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93ZFLD3040/BL

POWER: 30W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 3318 | 3318 | 3318 | 3318 | 3318 | 3318 | 3318 | 3318 | 3318 | 3318 | 3318 | 3318 | 3318 | 3318 | 3318 | 3318 | 3318 | 3318 | 3318
5 3257 | 3275 | 3294 | 3327 | 3352 | 3381 | 3397 | 3403 | 3399 | 3384 | 3359 | 3317 | 3270 | 3222 | 3170 | 3129 | 3092 | 3079 | 3096
10 2882 | 2926 | 2997 | 3111 | 3222 | 3336 | 3403 | 3445 | 3452 | 3427 | 3365 | 3266 | 3145 | 3015 | 2887 | 2781 | 2687 | 2637 | 2646
15 2407 | 2466 | 2566 | 2727 | 2899 | 3098 | 3249 | 3355 | 3381 | 3354 | 3257 | 3107 | 2914 | 2728 | 2556 | 2419 | 2298 | 2223 | 2216
20 2024 | 2084 | 2198 | 2364 | 2542 | 2778 | 2989 | 3138 | 3174 | 3143 | 3021 | 2847 | 2633 | 2423 | 2241 | 2109 | 1994 | 1901 | 1879
25 1808 | 1862 | 1947 | 2067 | 2221 | 2427 | 2598 | 2709 | 2718 | 2681 | 2553 | 2403 | 2246 | 2111 | 1959 | 1782 | 1646 | 1532 | 1519
30 1458 | 1534 | 1672 | 1853 | 1950 | 2006 | 2046 | 2118 | 2121 | 2074 | 1972 | 1855 | 1739 | 1697 | 1550 | 1306 | 1018 | 842 | 866
35 563 | 666 | 938 | 1322 | 1523 | 1546 | 1512 | 1503 | 1424 | 1363 | 1288 | 1263 | 1237 | 1165 | 898 | 511 | 276 | 213 | 219
40 152 | 201 | 210 | 409 | 841 | 1068 | 955 | 852 | 780 | 702 672 689 | 704 609 | 273 | 145 | 108 | 94.0 | 95.8
45 75.3 | 80.3|92.8| 121 | 213 | 493 | 489 | 392 | 334 | 308 | 292 | 298 | 292 | 219 | 87.5| 63.9 | 50.5 | 44.5 | 44.7
50 38.1|40.2|45.3|55.0| 70.1 | 122 | 182 | 186 | 145 | 133 | 128 | 127 | 91.9 | 52.7 | 37.5 | 31.2 | 26.5 | 24.1 | 23.9
55 20.8 | 21.9|24.4|28.0|30.5|38.6|58.2|71.5|62.8|57.8|56.0|51.6|31.7|21.5|18.0|16.2|14.7 | 13.5]13.2
60 12.2|12.813.8|14.7 | 15.1 | 16.5|21.9|29.9|28.1|26.1|24.9(20.9|13.0(10.01|8.97 | 8.51 | 8.24 | 7.92 | 7.60
65 7.33|7.71|7.94|7.86|7.72|8.04|9.51|12.5|12.4|11.4|10.6 |8.29 | 5.53 |4.56 | 4.22 | 4.10 | 4.20 | 4.18 | 4.07
70 3.52 |3.81|3.87|3.67|3.56|3.61|3.70|4.35|4.20|3.52(3.02|2.29|1.75|1.65|1.43|1.18|0.82|0.66|0.67
75 0.26 | 0.28 | 0.47 | 0.69| 0.99|1.07 | 0.71|0.49 | 0.41 | 0.36 | 0.35|0.29 | 0.30 | 0.27 | 0.24 | 0.17 | 0.17 | 0.13 | 0.14
80 0.15|0.12|0.17 | 0.16 | 0.22 | 0.21 | 0.25 | 0.22 | 0.24 | 0.21 [ 0.22 | 0.18 | 0.19 | 0.14 | 0.15 | 0.10 | 0.12 | 0.09 | 0.14
85 0.11(0.09|0.11 | 0.10| 0.14 | 0.12 | 0.16 | 0.13 | 0.16 | 0.15 | 0.16 | 0.14 | 0.14 | 0.12 | 0.11 | 0.10 | 0.10 | 0.09 | 0.15
90 0.09|0.09|0.09|0.09|0.10|0.10| 0.13 | 0.13 | 0.15|0.15| 0.15|0.15|0.13 | 0.13 | 0.11 | 0.11 | 0.10 | 0.10 | 0.15
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG 2 .5DEG

Test Speed: HIGH

Temperature:25.3°C

Operators:

Test Date:30 August 2022

Interval:
%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93ZFLD3040/BL
POWER: 30W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350
0 3318 | 3318 | 3318 | 3318 | 3318 | 3318 | 3318 | 3318 | 3318 | 3318 | 3318 | 3318 | 3318 | 3318 | 3318 | 3318 | 3318
5 3091 | 3103 | 3119 | 3151 | 3184 | 3227 | 3270 | 3306 | 3337 | 3352 | 3360 | 3359 | 3349 | 3335 | 3318 | 3306 | 3290
10 2642 | 2687 | 2758 | 2861 | 2972 | 3104 | 3221 | 3316 | 3379 | 3407 | 3400 | 3363 | 3294 | 3208 | 3108 | 3026 | 2954
15 2219 | 2286 | 2388 | 2538 | 2704 | 2903 | 3095 | 3247 | 3337 | 3364 | 3333 | 3238 | 3082 | 2910 | 2728 | 2590 | 2484
20 1893 | 1969 | 2076 | 2229 | 2405 | 2625 | 2840 | 3018 | 3119 | 3160 | 3112 | 2986 | 2783 | 2573 | 2372 | 2216 | 2098
25 1539 | 1657 | 1799 | 1955 | 2090 | 2244 | 2408 | 2571 | 2665 | 2719 | 2687 | 2593 | 2435 | 2254 | 2082 | 1952 | 1856
30 908 | 1096 | 1329 | 1581 | 1680 | 1756 | 1880 | 2022 | 2104 | 2154 | 2131 | 2073 | 2011 | 1969 | 1879 | 1730 | 1568
35 232 | 317 | 564 | 960 | 1180 | 1288 | 1306 | 1367 | 1409 | 1491 | 1540 | 1573 | 1570 | 1584 | 1402 | 1095 | 808
40 99.1 | 116 | 153 | 298 | 634 | 760 | 752 | 733 | 771 | 806 | 881 | 1005 | 1099 | 949 | 522 | 255 | 178
45 46.0 | 53.3 | 66.8 | 93.5 | 178 | 324 | 325 | 323 | 332 | 362 | 407 | 509 | 534 | 279 | 134 | 103 | 90.3
50 24.5|27.5|32.4(39.9|53.4|98.5| 142 | 146 | 147 | 177 | 188 | 197 | 144 | 80.0 | 59.5 | 49.0 | 42.2
55 13.6 | 15.0 | 16.8 | 19.0 | 21.9 | 32.9 | 56.4 | 62.7 | 63.2 | 70.1 | 86.3 | 68.5 | 42.9 | 33.4 | 29.6 | 26.0 | 22.6
60 7.86 | 8.44 | 8.75| 9.30 | 10.1 | 13.3 | 22.0 | 27.3 | 27.9 | 30.9 | 32.9|24.9 | 17.8 | 16.3 | 15.4 | 14.4 | 13.0
65 4.26 | 4.41 | 4.28 | 4.35 | 4.54 | 5.69 | 8.56 | 11.5 | 12.2 | 13.6 | 13.7 | 10.6 | 8.44 | 8.19 | 8.09 | 8.17 | 7.73
70 0.76 | 1.15 | 1.36 | 1.57 | 1.64 | 1.88 | 2.48 | 3.54 | 3.97 | 4.86 | 4.92 | 4.11 | 3.72 | 3.78 | 3.84 | 4.08 | 3.96
75 0.16 | 0.15 | 0.17 | 0.17 | 0.25 | 0.19 | 0.20 | 0.18 | 0.26 | 0.31 | 0.41 | 0.76 [ 1.08 | 1.17 | 0.90 | 0.64 | 0.39
80 0.15|0.15| 0.15| 0.15 | 0.16 | 0.16 | 0.17 | 0.16 | 0.19 | 0.17 | 0.18 | 0.16 | 0.18 | 0.16 | 0.17 | 0.14 | 0.17
85 0.15|0.15| 0.15| 0.16 | 0.16 | 0.17 | 0.17 | 0.18 | 0.18 | 0.17 | 0.17 | 0.16 | 0.16 | 0.15 | 0.16 | 0.14 | 0.15
90 0.15|0.15| 0.15|0.16 | 0.18 | 0.19 | 0.19 | 0.19 | 0.19 | 0.19 | 0.17 | 0.17 | 0.16 | 0.15 | 0.15 | 0.15 | 0.14
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:30 August 2022 Remarks:




