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LAMP PHOTOMETRIC REPORT

MODEL: 93ZFLD6030/BL

POWER: 60W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 5517.4 1m /4180
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AVERAGE BEAM ANGLE (50%) :59.5 DEG

¥ co C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 5352 6014 6339 5378 4898 5489 6383 6126 0- 10 572.3 572.3 10.4
20 3779 4851 5742 4247 3507 4305 5887 4967 10- 20 1464 2036 36.9
30 2469 3519 3785 3055 1657 3152 3956 3658 20- 30 1827 3863 70
40 243.8 1613 1255 782.2 173.3 871.3 1368 1790 30— 40 1225 5088 92.2
50 59.42 167.3 229.8 76.13 41.52 85.24 247.8 201.3 40- 50 347.5 5436 98.5
60 19.46 27.25 44.66 17.31 14.34 18.21 49.09 29.32 50- 60 64.99 5501 99.7
70 5.593 5.910 6.591 3.082 1.520 3.206 7.548 6.095 60— 70 14.73 5515 100
80 0.2650 0.4035 0.4363 0.3016 0.2783 0.3085 0.3657 0.3090 70- 80 1.588 5517 100
90 0.1837 0.2134 0.3220 0.2470 0.2864 0.3398 0.3875 0.3016 80- 90| 0.3151 5517 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:30 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93ZFLD6030/BL

POWER: 60W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 6233 | 6233 | 6233 | 6233 | 6233 | 6233 | 6233 | 6233 | 6233 | 6233 | 6233 | 6233 | 6233 | 6233 | 6233 | 6233 | 6233 | 6233 | 6233
5 6081 | 6104 | 6129 | 6182 | 6227 | 6271 | 6305 | 6318 | 6308 | 6276 | 6224 | 6153 | 6069 | 5980 | 5885 | 5817 | 5757 | 5748 | 5811
10 5352 | 5419 | 5527 | 5715 | 5913 | 6114 | 6271 | 6363 | 6388 | 6339 | 6210 | 6009 | 5762 | 5502 | 5254 | 5057 | 4899 | 4835 | 4898
15 4447 | 4517 | 4680 | 4963 | 5306 | 5688 | 5999 | 6201 | 6255 | 6196 | 6003 | 5695 | 5321 | 4966 | 4640 | 4369 | 4154 | 4041 | 4064
20 3779 | 3842 | 4012 | 4304 | 4647 | 5055 | 5457 | 5729 | 5806 | 5742 | 5502 | 5146 | 4758 | 4405 | 4089 | 3835 | 3639 | 3520 | 3507
25 3306 | 3374 | 3563 | 3801 | 4033 | 4340 | 4642 | 4910 | 4967 | 4888 | 4646 | 4351 | 4050 | 3816 | 3638 | 3457 | 3186 | 2985 | 2990
30 2469 | 2578 | 2862 | 3239 | 3465 | 3573 | 3676 | 3850 | 3872 | 3785 | 3568 | 3368 | 3190 | 3152 | 2958 | 2563 | 2046 | 1629 | 1657
35 945 | 1122 | 1558 | 2204 | 2614 | 2735 | 2680 | 2685 | 2583 | 2480 | 2350 | 2298 | 2295 | 2212 | 1720 | 899 | 466 | 358 | 367
40 244 | 266 | 356 | 724 | 1431 | 1796 | 1691 | 1514 | 1349 | 1255 | 1203 | 1255 | 1324 | 1121 | 444 | 237 | 180 | 170 | 173
45 119 | 126 | 145 | 195 | 383 | 848 | 834 688 | 583 | 539 | 514 | 532 | 522 | 281 | 145 | 108 | 87.4 | 79.4 | 80.6
50 59.4 | 62.8 | 70.9 | 87.9 | 117 | 218 | 309 | 295 | 252 | 230 | 220 | 221 | 147 | 87.7 | 64.5 | 54.4 | 46.1 | 41.7 | 41.5
55 32.4|34.2(38.2|44.7|51.8| 67.2| 104 | 125 | 109 | 98.5| 94.3 | 86.2 | 53.2 | 37.6 | 32.2 | 29.0 | 26.2 | 24.3 | 23.6
60 19.5|20.5|22.0|24.0 | 25.7|28.8|38.5|52.7|49.1|44.7|42.0(35.5|23.5|18.1|16.5|15.8|15.3|14.9 |14.3
65 11.8 | 12.4|12.8|12.9(13.0| 13.6 | 16.4 | 22.0 | 22.1|20.2|18.8| 15.2 | 10.6 | 8.62 | 8.04 | 7.92 | 8.10 | 8.15 | 7.95
70 5.59 | 6.04 | 6.18 | 5.99 | 5.89 | 5.93 | 6.33 | 7.67 | 7.69 | 6.59 | 5.80 | 4.54 | 3.48 | 3.25 | 2.92 | 2.48 | 1.77 | 1.38 | 1.52
75 0.44 | 0.48 | 0.76 | 1.18 | 1.69 |1.75|1.33 | 0.98 | 0.76 | 0.71 | 0.67 | 0.61 | 0.60 | 0.57 | 0.47 | 0.37 | 0.34 | 0.29 | 0.31
80 0.27 | 0.24|0.29|0.31|0.39|0.41 | 0.46 | 0.44 | 0.46 | 0.44 [ 0.43 | 0.37 | 0.38|0.31|0.29|0.23|0.24|0.20]0.28
85 0.21|0.18|0.21|0.20| 0.26 | 0.26 | 0.32 | 0.29 | 0.33 | 0.31 | 0.32|0.29 | 0.27 | 0.24|0.22|0.20|0.19| 0.18 | 0.28
90 0.18 | 0.18 | 0.19|0.19| 0.21 | 0.22 | 0.27 | 0.29 | 0.31 | 0.32 | 0.32 | 0.32 | 0.29 | 0.28 | 0.22 | 0.21 | 0.19 | 0.19 | 0.29
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG 2 .5DEG

Test Speed: HIGH

Temperature:25.3°

Operators:

C

Test Date:30 August 2022

Interval:
%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93ZFLD6030/BL

POWER: 60W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350

0 6233 | 6233 | 6233 | 6233 | 6233 | 6233 | 6233 | 6233 | 6233 | 6233 | 6233 | 6233 | 6233 | 6233 | 6233 | 6233 | 6233
5 5807 | 5846 | 5888 | 5961 | 6039 | 6123 | 6200 | 6268 | 6321 | 6350 | 6360 | 6352 | 6326 | 6292 | 6245 | 6208 | 6156
10 4914 | 5019 | 5163 | 5372 | 5605 | 5854 | 6077 | 6265 | 6383 | 6435 | 6423 | 6353 | 6213 | 6040 | 5833 | 5663 | 5503
15 4099 | 4256 | 4462 | 4734 | 5043 | 5412 | 5779 | 6096 | 6280 | 6336 | 6264 | 6083 | 5780 | 5451 | 5107 | 4841 | 4618
20 3559 | 3703 | 3886 | 4143 | 4468 | 4876 | 5297 | 5676 | 5887 | 5955 | 5832 | 5562 | 5163 | 4771 | 4424 | 4152 | 3929
25 3064 | 3286 | 3499 | 3704 | 3907 | 4177 | 4494 | 4828 | 5040 | 5130 | 5019 | 4777 | 4472 | 4165 | 3888 | 3676 | 3465
30 1826 | 2223 | 2652 | 3074 | 3230 | 3299 | 3509 | 3779 | 3956 | 4046 | 3982 | 3841 | 3700 | 3617 | 3384 | 3039 | 2714
35 387 | 541 | 1013 | 1816 | 2320 | 2422 | 2431 | 2531 | 2620 | 2751 | 2797 | 2847 | 2873 | 2803 | 2395 | 1742 | 1273
40 168 | 191 | 253 | 522 | 1221 | 1470 | 1370 | 1355 | 1368 | 1483 | 1613 | 1839 | 1934 | 1647 | 891 | 433 | 290
45 88.2 | 93.1| 113 | 187 | 335 | 623 | 615 | 587 | 592 | 651 | 804 | 925 | 945 | 492 | 222 | 175 | 133
50 42.5 | 48.0 | 56.9 | 70.6 | 99.9 | 226 | 249 | 247 | 248 | 274 | 315 | 354 | 266 | 137 | 95.9 | 76.9 | 65.4
55 24.2 | 26.7 |30.0|34.4|40.9|61.5|97.6| 108 | 108 | 119 | 132 | 119 | 90.2 | 57.3 | 47.8 | 40.7 | 34.9
60 14.7 | 15.6 | 16.1 | 17.3 | 19.1 | 25.7 | 40.4 | 48.4 | 49.1 | 53.7 | 56.4 | 43.0 | 31.0 | 27.7 | 25.1 | 23.0 | 20.5
65 8.22 |8.50|8.18 | 8.34 | 8.85 | 11.2 | 16.6 | 21.3 | 22.1 | 24.2 | 23.6 | 18.0 | 14.2 | 13.7 | 13.2 | 13.2 | 12.3
70 1.72 | 2.44 | 2.78 | 3.10 | 3.31 | 3.77 | 5.05 | 6.98 | 7.55 | 8.82 | 8.49 | 6.91 | 6.07 | 6.11 | 6.17 | 6.50 | 6.25
75 0.330.30 | 0.34|0.37 | 0.56 | 0.48 | 0.40 | 0.39 | 0.46 | 0.60 | 0.89 | 1.35 [ 1.76 | 1.78 | 1.38 | 0.92 | 0.53
80 0.29|0.28 |0.30|0.30 [0.32|0.32|0.34|0.33|0.370.33|0.33|0.31(0.33|0.29|0.31|0.28/0.31
85 0.28 [ 0.29|0.29{0.30 [0.31|0.33|0.33|/0.35|0.35|0.34|0.32|0.31(0.30|0.29|0.29|0.280.28
90 0.290.30|0.31|0.33|0.35|0.38|0.39|0.40| 0.39 | 0.38|0.34|0.34(0.30|0.30|0.29|0.28|0.28
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:30 August 2022 Remarks:




