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LAMP PHOTOMETRIC REPORT

MODEL: 93ZFLD6040/BL

POWER: 60W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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TOTAL FLUX: 5757.1 lm
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C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

5263 6194 6627 5622 5336 5816 6711 6429 597.3 597.3 10.4

3723 4905 5945 4405 3730 4573 6179 5211 1523 2121 36.8

2333 3543 3910 2978 1991 3251 4239 3860 1885 4006 69.6

246.0 1562 1346 754.2 215.8 957.6 1542 1969 1275 5280 91.7

61.26 178.0 268.5 85.81 53.51 102.7 288.7 266.8 382.5 5663 98.4

20.48 30.52 52.99 18.86 17.34 21.50 55.38 36.31 75.52 5738 99.7

4.721 6.421 6.908 2.959 2.414 3.667 8.027 7.594 16.75 5755 100

0.2801 0.4225 0.4686 0.3117 0.2879 0.3183 0.3838 0.3388 1.692 5757 100

0.1964 0.2330 0.3536 0.2790 0.2933 0.3630 0.4221 0.3200 0.3362 5757 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:30 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93ZFLD6040/BL

POWER: 60W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 6510

5 6188

10 5263

15 4363

20 3723

25 3237

30 2333

35 941

40 246

45 119

50 61.3

55 34.2

60 20.5

65 12.0

70 4.72

75 0.43

80 0.28

85 0.22

90 0.20

10

6510

6230

5344

4448

3799

3331

2479

866

265

128

64.8

36.1

21.5

12.7

5.35

0.43

0.25

0.19

0.19

20

6510

6282

5492

4635

3991

3537

2781

1283

337

150

74.4

40.7

23.4

13.2

5.87

0.52

0.30

0.22

0.20

30

6510

6372

5746

4956

4295

3786

3193

2043

604

202

94.0

48.3

25.7

13.5

6.00

0.89

0.32

0.21

0.20

40

6510

6459

6037

5355

4671

4061

3460

2563

1319

366

127

57.1

28.2

14.1

6.22

1.57

0.41

0.27

0.22

50

6510

6548

6353

5823

5139

4405

3626

2777

1807

828

229

76.5

32.8

15.5

6.63

1.83

0.44

0.27

0.24

60

6510

6611

6582

6242

5609

4778

3801

2768

1755

893

360

124

46.4

19.6

7.38

1.45

0.50

0.34

0.29

70

6510

6633

6701

6496

5964

5105

3989

2776

1601

779

349

149

63.3

26.3

8.94

1.05

0.48

0.33

0.31

80

6510

6615

6704

6534

6052

5176

4013

2676

1438

671

296

129

58.5

25.8

8.59

0.82

0.50

0.36

0.34

90

6510

6567

6627

6446

5945

5072

3910

2556

1346

617

268

117

53.0

23.0

6.91

0.77

0.47

0.34

0.35

100

6510

6494

6468

6217

5668

4795

3681

2408

1265

582

255

111

49.6

20.9

5.76

0.70

0.45

0.35

0.36

110

6510

6402

6255

5901

5318

4487

3458

2331

1273

582

249

101

41.3

16.4

4.36

0.63

0.40

0.32

0.36

120

6510

6301

6000

5538

4926

4160

3256

2277

1275

532

172

61.4

26.0

11.1

3.37

0.60

0.39

0.30

0.33

130

6510

6201

5742

5185

4564

3914

3131

2109

1033

306

99.1

41.9

19.8

9.09

3.16

0.54

0.32

0.26

0.31

140

6510

6110

5503

4859

4245

3690

2824

1575

476

162

72.5

35.6

17.9

8.33

2.75

0.47

0.31

0.24

0.25

150

6510

6049

5311

4594

4000

3433

2400

894

265

121

60.7

32.1

17.0

8.15

2.21

0.38

0.24

0.21

0.23

160

6510

6004

5161

4374

3785

3139

1900

524

203

97.9

51.7

29.0

16.5

8.33

1.42

0.36

0.25

0.21

0.20

170

6510

6014

5115

4262

3649

2958

1640

423

184

90.0

47.7

27.3

16.2

8.52

1.22

0.31

0.21

0.20

0.20

180

6510

6186

5336

4422

3730

3103

1991

547

216

104

53.5

29.6

17.3

9.62

2.41

0.33

0.29

0.29

0.29

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:30 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93ZFLD6040/BL

POWER: 60W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 6510

5 6172

10 5340

15 4442

20 3767

25 3159

30 2048

35 575

40 220

45 107

50 55.0

55 30.4

60 17.9

65 9.88

70 2.63

75 0.36

80 0.30

85 0.29

90 0.30

200

6510

6194

5429

4586

3922

3375

2361

786

254

121

61.5

33.6

19.1

10.2

3.34

0.32

0.30

0.30

0.31

210

6510

6217

5548

4791

4144

3629

2750

1266

343

148

72.2

37.4

19.7

9.78

3.46

0.36

0.32

0.30

0.32

220

6510

6258

5726

5069

4421

3865

3148

1970

666

205

88.6

42.3

20.9

9.88

3.66

0.42

0.31

0.32

0.35

230

6510

6302

5907

5359

4726

4075

3354

2386

1251

382

117

48.1

22.1

10.1

3.68

0.57

0.33

0.32

0.38

240

6510

6364

6119

5694

5104

4362

3495

2535

1527

660

207

68.2

28.3

12.1

3.92

0.45

0.33

0.35

0.41

250

6510

6444

6341

6041

5506

4715

3714

2576

1473

730

276

107

43.4

17.5

4.97

0.41

0.35

0.35

0.43

260

6510

6527

6554

6369

5912

5103

4014

2739

1492

677

283

120

53.6

23.3

7.04

0.41

0.36

0.37

0.44

270

6510

6602

6711

6589

6179

5370

4239

2867

1542

754

289

121

55.4

24.8

8.03

0.50

0.38

0.38

0.42

280

6510

6649

6788

6690

6288

5482

4357

3009

1673

775

324

136

61.3

27.8

9.93

0.68

0.35

0.37

0.42

290

6510

6669

6782

6622

6159

5339

4268

3049

1808

877

377

155

66.0

28.2

10.1

1.08

0.36

0.35

0.37

300

6510

6666

6699

6423

5862

5070

4124

3097

2026

1059

433

148

53.6

22.4

8.51

1.63

0.33

0.33

0.36

310

6510

6637

6535

6081

5423

4704

3930

3106

2133

1079

329

95.6

38.6

17.7

7.58

2.20

0.36

0.33

0.32

320

6510

6595

6323

5702

4999

4360

3789

3013

1806

597

204

71.0

34.0

16.8

7.61

2.30

0.32

0.31

0.32

330

6510

6531

6072

5294

4589

4028

3542

2569

1006

275

120

58.7

30.4

16.0

7.51

1.79

0.34

0.31

0.30

340

6510

6472

5853

4960

4246

3764

3181

1860

501

197

93.6

49.3

27.5

15.6

7.69

1.04

0.31

0.29

0.30

350

6510

6395

5628

4685

3976

3505

2793

1289

334

156

76.5

41.2

24.0

14.2

7.01

0.48

0.33

0.30

0.29

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:30 August 2022 Remarks:


