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Features: 
 

➢ Hassle free installation: no wires, simply install and enjoy 

➢ Light sensor: integrated light sensor will automatically turn fixture on in darkness or at night 

and turn off in daylight or bright areas. 

➢ Sleek Design: enhances the look of any outdoor space 

➢ High power efficiency: The solar power source allows you to save energy. Once it’s fully 

charged, it will stay alight between 6 to 8 hours. 

➢ Weather-resistant: IP44 protected rating makes it ideal for outdoor use.  

➢ Application: perfect for any path, walkway, garden, sidewalk, driveway, lawn, yard landscape or 

any other outdoor spot to light up the night. 

Variants: 
 

 Power Whole 
fixture 
lumens 

Solar 
 panel 

Battery Working 
time 

Material Colour 
body 

Size 
(mm) 

Catalogue 
number 

 (W) (lm) (V/mA) (V/mAh)      Length         Diameter  

 
 
 
 
 
 
 

 
 
 

0,06 

 
 

 
1 

 
 

 
amorphous 

 
 
 

Ni-Mh/100mAh 
AA 1.2V 

 
 
 

8h 

 
 
 

plastic 

 
 

 
black 

 
 
 

370 

 
 
 

75/75 

 
 
 

98SOL5420 

 
 
 
 
 
 
 

 
 

 
0,06 

 

 
 

1 

 
 

 
amorphous 

 

 
 

Ni-Mh/100mAh 
AAA 1.2V 

 
 

 
8h 

 
 

 
plastic 

 
 

 
black 

 

 
 

365 

 
 

 
85/85 

 
 

 
98SOL5520 

 
 
 
 
 
 
 

 
 

 
0,06 

 
 

 
1 

 
 

 
amorphous 

 
 

 
Ni-Mh/100mAh 

AAA 1.2V 

 

 
 

8h 

 
 

 
plastic 

 

 
 

black 

 

 
 

380 

 

 
 

64 

 

 
 

98SOL9620 
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 Power Whole 
fixture 
lumens 

Solar 
 panel 

Battery Working 
time 

Material Colour 
body 

Size 
(mm) 

Catalogue 
number 

 (W) (lm) (V/mA) (V/mAh)    Length         Diameter   

 
 
 
 
 
 
 

 
 
 

0,5 

 
 
 

15 

 
 
 

polycrystal 

 
 
 

NI-MH AA 
300mAh 1.2V 

 
 
 

8h 

 
 
 

plastic 

 
 
 

black 

 
 
 

425 

 
 
 

130/110 

 
 
 

98SOL4320 

 
 
 
 
 
 
 

 
 

 
0,06 

 
 

 
1 

 
 

 
amorphous 

 
 

 
Ni-Mh/40mAh 
button battery 

1.2V 

 
 

 
8h 

 

 
 

plastic 

 
 

 
black 

 
 

 
340 

 

 
 

100 

 
 

 
98SOL8120 

 
 
 
 
 
 
 

 
 

 
0,24 

 
 

 
4 

 

 
 

amorphous 

 
 

 
Ni-Mh/200mAh 

AA 1.2V 

 

 
 

8h 

 
 

 
plastic 

 
 

 
silver 

 
 

 
510 

 

 
 

200 

 
 

 
98SOL5821 

 
 
 
 
 
 
 
 

 
 

 
0,06 

 
 

 
1 

 
 

 
amorphous 

 
 

 
Ni-Mh/200mAh 

AA 1.2V 

 

 
 

8h 

 
 

 
stainless 

steel+ 
plastic 

 
 
 

silver 

 
 

 
370 

 
 

 
128 

 
 

 
98SOL6721 

 
 
 
 
 
 
 

 
 

 
0,06 

 
 

 
1 

 
 

 
amorphous 

 

 
 

Ni-Mh/100mAh 
AAA 1.2V 

 
 

 
8h 

 

 
 
stainless 
steel + 
plastic 

 
 

 
black 

 

 
 

355 

 

 
 

72 

 
 

 
98SOL6921 
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 Power Whole 
fixture 
lumens 

Solar 
 panel 

Battery Working 
time 

Material Colour 
body 

Size 
(mm) 

Catalogue 
number 

 (W) (lm) (V/mA) (V/mAh)    Length         Diameter  Diameter 

 
 
 
 
 
 
 

 
 

 
0,06 

 
 

 
1 

 
 

 
amorphous 

 
 

 
Ni-Mh/200mAh 

AA 1.2V 

 
 

 
8h 

 
 

 
stainless 

steel+ 
plastic 

 
 

 
silver 

 
 

 
300 

 
 

 
80/65 

 
 

 
98SOL7021 

 
 
 
 
 
 
 

 

 
 

0,5 

 

 
 

6 

 

 
 

amorphous 

 
 

 
Ni-Mh/300mAh 

AA 1.2V 

 

 
 

8h 

 
 

 
stainless 

steel+ 
glass 

 

 
 

silver 

 

 
 

430 

 

 
 

140 

 
 

 
98SOL9621 

 
 
 
 
 
 
 

 
 

 
0,06 

 
 

 
1 

 
 

 
amorphous 

 
 

 
Ni-Mh/100mAh 

AAA 1.2V 

 
 

 
8h 

 
 

 
stainless 

steel+ 
plastic 

 

 
 

brass 

 
 

 
390 

 
 

 
85 

 
 

 
98SOL3122 

 

 

Packing: 
 

Catalogue  
number 

Packing/Box 
(pcs) 

98SOL5420 1/12 

98SOL5520 9/8 

98SOL9620 1/24 

98SOL4320 1/12 

98SOL8120 1/16 

98SOL5821 1/8 

98SOL6721 1/6 

98SOL6921 1/12 

98SOL7021 12/4 

98SOL9621 1/12 

98SOL3122 4/12 
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EN 55015:2013 

EN 62471:2008 

EN 62493:2015 

EN 61547:2009 
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